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DPV LED Driver

20W Qutput Power (International AC Voltage)

DPV

HIGHLIGHTS & FEATURES

* Constant Voltage

*  Built-in active PFC function, PFC = 0.9

*  Universal AC input / Full range

*  Short circuit, Over current, Over voltage & Over temperature
protection

*  Cooling by free air convection

*  (Class 2 power unit, Isolation class [l

* |P54 design
* Produced & designed by Delta Electronics for GLP

GENERAL SPECIFICATIONS g W SELV (€ s
(ourer _____ [DPv2012 DPV-20-24

Nominal Qutput Current 1.7A 0.85A

Neominal Output Voltage 12v 24V

OutEut Power 20.4wW 20.4W

Input Voltage Range 90-277Vac (127-390Vdc)

Input Frequency 50/60Hz

Power Factor 0.9

Case Cover / Chassis Plastic

Dimensions (L x W x D) 134.5x35%25.5mm (5.29" % 1.37" x 1)

Unit Weight 0.17 kg (0.37 Ib)

Cooling System Convection

Input Cable uL AWMI1316 AWG18 (Line: Black, Neutral: White)

Output Cable uL AWMI1316 AWG18 (Positive: Red, Negative: Black)

MTEE " 975,000 hrs

Operating Temperature -40°C to +60°C

Storage Temperature -40°C to +80°C

Operating Humidity 20 to 95% RH (Non-Condensing)

Degree of Protection P54

MNotes
1] MITBF as per Telcordia SR-332 (/P2 115Vac, O/F: 100% load).
2 All parameters are specified at 25°C ambient temparature unlass otherwise indicatad.

2 | www.glpower.eu



DMV LED Driver

60-T00W QOutput Power (International AC Voltage)

DMV

HIGHLIGHTS & FEATURES

* Constant Voltage (PWM style output - DMV-xxD-xx)

*  Built-in active PFC function, PFC = 0.9

*  Universal AC input / Full range

*  Short circuit, Over current & Over voltage (Over temperature
in DMV-100-24) protection

*  Built-in 2 in T dimming function: 0-10V or resistance (DMV-xxD)

* Cooling by free air convection

* (Class 2 power unit, IP54 design

* Produced & designed by Delta Electronics for GLP

GENERAL SPECIFICATIONS g W SELV (€ s
(ourrur [ Dwv-6o12 DMV-60D-12__(PWM output)

Nominal Qutput Current 5A S5A

Neominal Output Voltage 12V 12V

OutEut Power 60w BOW

Input Voltage Range 90-277Vac (127-390Vdc)

Input Frequency 50/60Hz

Power Factor 0.9 0.95

Case Cover / Chassis Metal

Dimensions (L x W x D) 241 x43x30mm (9.49" x 1.69" x1.18")

Unit Weight 0.64 kg (1.41 1b)

Cooling System Convection

Input Cable uL AWG18 (Line: Black, Neutral: White)

Output Cable uL AWG]18 (Positive: Red, Negative: Black), DIMMING (DMV-60D-12 only) - AWG22 (Positive: Purple, Negative: Grey)

MTBF " 975,000 hrs

Operating Temperature -30°Cto +60°C

Storage Temperature -40°C to +80°C

Operating Humidity 20 to 95% RH (Non-Condensing)

Degree of Protection P54

(ourPuT | DMV-80D-24 __(PWM output) DMV-100-24
Nominal Output Current 3.3A 41A
Nominal Output Voltage 24V 24V
OutEut Power 0w 100W
Input Voltage Range 90-27Vac (127-390Vdc) 90-305Vac (127-430Vdc)
Input Frequency 50/60Hz
Power Factor 0.9
 veciamgear ...
Case Cover / Chassis Metal
Dimensions (L x W x D) 241 x 43 x 30 mm (9.49" x 1.69" x 1.18")
Unit Weight 0.62 kg (1.36 Ib) 0.63 kg (1.39 Ib)
Cooling System Convection
Input Cable uL AWG18 (Line: Black, Neutral: White)
Output Cable UL AWG18 (Positive: Red, Negative: Black), DIMMING (DMV-80D-24 only) - AWGZ22 (Positive: Purple, Negative: Grey)
MTBF ! 975,000 hrs
I
Operating Temperature -30°Cto +60°C
Storage Temperature -40°C to +80°C
Operating Humidity 20 to 95% RH (Non-Condensing)
Degree of Protection P54

MNotes
1] MTBF 2z per Telcondia SR-:
2 All pararnatars are spec

32(/P: 115Vae, O/ F: 100% load).
d at 25%C ambient temperature unlass otherwise indicatad.

2GLE |



DMVL LED Driver

100W Qutput Power (International AC Voltage)

DMVL

HIGHLIGHTS & FEATURES

* Constant Voltage

*  Built-in active PFC function, PFC = 0.9

*  Universal AC input / Full range

*  Short circuit, Over current, Over voltage & Over temperature
protection

*  Cooling by free air convection

*  (Class 2 power unit, Isolation class [l

* |P54 design

* Produced & designed by Delta Electronics for GLP

GENERAL SPECIFICATIONS g W SELV (€ s
[ourer | Dwviioo24
Nominal Qutput Current 4.1A
Neominal Output Voltage 24V
OutEut Power 100W
Input Voltage Range 90-305Vac (127-430Vdc)
Input Frequency 50/60Hz
Power Factor 0.9
Case Cover / Chassis Metal
Dimensions (L x W x D) 280 %43 % 27 mm (11.02" x 1.69" x 1.06")
Unit Weight 0.63 kg (1.39 Ib)
Cooling System Convection
Input Cable uL AWG18 (Line: Black, Neutral: White)
Output Cable uL AWG]8 (Positive: Red, Negative: Black)
MTEE " 975,000 hrs
Operating Temperature =25°Cto +55°C
Storage Temperature -40°C to +80°C
Operating Humidity 20 to 95% RH (Non-Condensing)
Degree of Protection P54
MNotes
1) MTEF as per Teleordia SR-332 (1/P: 115Vae, O/ F: 100%

2 All parameters are specified at 25°C ambient temparature unlass otherwise indicatad.

4 | www.glpower.eu



DLG LED Driver

100-200W Qutput Power (International AC Voltage)

DLG

HIGHLIGHTS & FEATURES

* Constant Voltage

*  Built-in active PFC function, PF > 0.9

*  Universal AC input / Full range

*  Short circuit, Over current & Over voltage (Over temperature
in DLG-100-12 & DLG-150-12) protection

*  Cooling by free air convection

* |P67 design

* Produced & designed by Delta Electronics for GLP

GENERAL SPECIFICATIONS ¢ Y SELV (€
= DLG-150-12 DLG-150-24

Nominal Qutput Current 8.33A 12.5A 6.25A

Neominal Output Voltage 12V 2v 24V

OutEut Power 100W 150W 150W

Input Voltage Range 120-240Vac 108-264Vac (152-370Vdc) 120-277Vac

Input Frequency 50/60Hz

Power Factor 0.9

Case Cover / Chassis Metal

Dimensions (L xWx D) 246 %60 x 34 mm (9.68" x 2.36" x 1.34") 256 x68x37 mm (10.07" x 2.67" x 1.46") 240x% 66 x 38.5mm (9.45" x 2.59" x1.52")

Unit Weight 0.9 kg (1.98 Ib) 1.14 kg (2.51 Ib) 1.24 kg (2.73 1b)

Cooling System Convection

Input Cable UL HO5RN-F (Line: Brown, Neutral: Blue)

Output Cable uL 66(YCW) (Positive: Red, Negative: Black)

MTEE " 975,000 hrs

Operating Temperature -25°C to +60°C -40°C to +60°C

Storage Temperature -40°C to +80°C

Operating Humidity 20 to 95% RH (Non-Condensing)

Degree of Protection IP67

jouPur __________JpGiso3s D202 |
Nominal Qutput Current 417A B8.3A
Nominal Qutput Voltage 36V 24V
OutEut Power 150W 200W
Input Voltage Range 100-277Vac
Input Frequency 50/60Hz
Power Factor 0.9
 veciawcar ... |
Case Cover / Chassis Metal
Dimensions (L xW x D) 240x69x 38.5mm (9.45" x 2.72" x 1.52") 305x69x38.5mm (12" x2.72" x1.52"7)
Unit Weight 1.22 kg (2.69 Ib) 1.5kg (3.301b)
Cooling System Convection
Input Cable UL HOS5RN-F (Line: Brown, Neutral: Blue)
Output Cable UL 66(YCW) (Positive: Red, Negative: Black)
MTBF " 975,000 hrs
| ENvRONMENT
Operating Temperature -40°C to +60°C
Storage Temperature -40°C to +80°C
Operating Humidity 20 to 95% RH (Non-Condensing)
Degree of Protection IP67

MNotes
1] MTBF 2z per Telcondia SR-:
2 All pararnatars are spec

32(/P: 115Vae, O/ F: 100% load).
d at 25%C ambient temperature unlass otherwise indicatad.

2GLE | s



DPCR LED Driver

16W Output Power (Constant Current)

DPCR

g e e HIGHLIGHTS & FEATURES
<
o 0 * Constant Current
Mgy *  Universal AC input / Full range
s *  Short circuit, Over voltage & Over temperature protection
' *  Cooling by free air convection

* P54 design
* Produced & designed by Delta Electronics for GLP

GENERAL SPECIFICATIONS ¥ WV C€ M
[ourrur | DPCR16400
Nominal Qutput Current 400mA
Neominal Output Voltage 21-40V
OutEut Power T16W
Input Voltage Range 100-277Vac
Input Frequency 50/60Hz
Power Factor 0.9
| mecoamgpCrr ...
Case Cover / Chassis Plastic
Dimensions (L x W x D) 79x77x26 mm (3.11" % 3.03" x 1.02")
Unit Weight 0.18 kg (0.39 Ib)
Cooling System Convection
Input Cable uL AWG18 (Line: Black, Neutral: White)
Output Cable uL AWG]8 (Positive: Red, Negative: Black)
MTBF " 975,000 hrs
| eveONMENT |
Operating Temperature -20°Cto +55°C
Storage Temperature -40°C to +80°C
Operating Humidity 20 to 95% RH (Non-Condensing)
Degree of Protection P54
MNotes
1] MITBF as per Telcordia SR-332 (1I/P: 115Vac, O/F: 1003 d).
d at 25%C ambient temperature unlass otherwise indicatad.

2 All pararneters are specifis

6 | www.glpower.eu



DMC LED Driver

40W Output Power (Constant Current)

DMC

HIGHLIGHTS & FEATURES

ey \ \ri? *  Constant Current

A e - *  Universal AC input / Full range
_’1 \ el - *  Short circuit, Over voltage & Over temperature protection
- e *  Cooling by free air convection
== * Produced & designed by Delta Electronics for GLP

GENERAL SPECIFICATIONS g SELV (€ s
[ourrer | pmc40p700 DMC-40D-1050
Nominal Qutput Current 700mA 1050mA
Neominal Output Voltage 32-55V 26-38V
OutEut Power 38.5W A0W
Input Voltage Range 120-277Vac
Input Frequency 50/60Hz
Power Factor 0.9
Case Cover / Chassis Metal
Dimensions (L x W x D) 241.3x33x25.4mm (9.5"x1.29" x1")
Unit Weight 0.4 kg (0.88 1b)
Cooling System Convection
Input Cable uL UL1316 AWG18 (Line: Black, Meutral: White)
Output Cable uL UL1316 AWG18 (Positive: Red, Negative: Black)
MTBF " > 500,000 hrs
Operating Temperature -40°Cto +55°C
Storage Temperature -40°C to +80°C
Operating Humidity 20 to 95% RH (Nen-Condensing)
Degree of Protection g
MNotes
1) MTEF as per Teleordia SR-332 (1/P: 115Vae, O/ F: 100%

2 All parameters are specified at 25°C ambient temparature unlass otherwise indicatad.

2GLE | ;



FTPC LED Driver

6-15W Output Power (European AC Voltage)

FTPC

HIGHLIGHTS & FEATURES

* Constant Voltage
European AC Input
Short circuit, Over current & Over temperature protection
*  Cooling by free air convection

* |solation class Il

¢ Compliance to worldwide safety regulations for lighting

TUY 110, T
GENERAL SPECIFICATIONS Az 8 0 V ¥V WVW¥ SELV (€
[ourer [ FPcovi FIPCBVI2
Nominal Qutput Current 0.5A 0.67A
Neominal Output Voltage 12V 12V
Output Power B BW
Input Voltage Range 180-264Vac
Input Frequen 50/60Hz
Case Cover / Chassis Plastic
Dimensions (L x W x D} 98.4x32.8x11 mm (3.87" x1.29" x0.43") 94.5x%46.2x18.5 mm (3.72" x1.82" x 0.73")
Unit Weight 0.044 kg (0.09 Ib) 0.064 kg (0.14 Ib)
Cooling System Convection
Input Cable UL
Output Cable UL
MTBF " > 500,000 hrs
Operating Temperature -20°Cto +45°C
Storage Temperature -40°C to +80°C
Operating Humidity 20 to 95% RH (Nen-Condensing)
Degree of Protection IP20
fourPur | APCi2vi2 FIPC12V24 FIPCI5VI2 FTPCISVI2VF
Nominal Output Current 1A 0.5A 1.25A 1.25A
Nominal Output Voltage 12v 24V 12v 12v
OutEut Power 12W 12W 15W 15W
Input Voltage Range 180-264Vac
InEut Freaueni 50/60Hz
Case Cover / Chassis Plastic
. , " . = 123 x44%19.2 mm 128 x 51 x 14 mm
Dimensions (L x W x D} 127 x50 x 11 mm (5" x 1.97" x 0.43") (4.84" x 1.73" x 0.75") (5.04" x 2" x0.55")
Unit Weight 0.06 kg (0.13 Ib) 0.069 kg (0.151b) 0.075 kg (0.16 Ib)
Cooling System Convection
Input Cable UL
Output Cable UL -
MTEE " > 500,000 hrs
Operating Temperature -20°C to +45°C
Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 95% RH (Nen-Condensing)
Degree of Protection IP20
MNotes
1] MTEF as per
2 Al pararnate

8 | www.pospower.pl



FTPC LED Driver

20-50W Qutput Power (European AC Voltage)

FTPC

HIGHLIGHTS & FEATURES

i \ -
\} Q :.“..::E:;;‘ ‘\ ' \_\ £3 * Constant Voltage
=\ e el B, *  European AC Input
j *  Short circuit, Over current & Over temperature protection
*  Cooling by free air convection

*  Built-in active PFC function (without FTPC20V12)

* |solation class Il
e Compliance to worldwide safety regulations for lighting

TUV T, AN T,

GENERAL SPECIFICATIONS A= 8 0 V ¥V WVW¥ SELV (€
T = — —

Nominal Qutput Current 1.67A 2.5A 1.25A 2.5A

Neominal Output Voltage 12V 12v 24V 12v

Output Power 20w 30w 30w 30w

Input Voltage Range 180-264Vac

Input Frequency 50/60Hz

Power Factor - 0.9

Case Cover / Chassis Plastic

154 x 50 x 14 mm 156 x 50 x 17 mm

Dimensions (L x W x D) (6.06" x1.97" x 0.55") 159 % 58 x18 mm (6.26" x 2.28" x0.71") (614" x1.97" x 0.67")
Unit Weight 0.11kg (0.24 Ib) 0.16 kg (0.35 Ib) 0.15 kg (0.33Ib)
Cooling System Convection
Input Cable UL
Output Cable UL -
MTBF " > 500,000 hrs
| envieoNM@ENT |
Operating Temperature -20°Cto +45°C
Storage Temperature -40°C to +80°C
QOperating Humidity 20 to 95% RH (Nen-Condensing)
Degree of Protection IP20
B FTPC50V24 FTPCS0V12-C
Nominal Output Current 407A 2.08A 4.2A
Nominal Qutput Voltage 2v 24V 12v
O utiut Power S50W 49.9W 50.4W
Input Voltage Range 180-264Vac
Input Frequency 50/60Hz
Power Factor 0.9
| wecha@CAL |
Case Cover / Chassis Plastic
Dimensions (L x W x D) 185x 64x 22 mm (7.28" x 2.52" x 0.86") 160 % 50 %18 mm (6.3" x 1.97" x0.71")
Unit Weight 0.5kg (0.551b) 0.16 kg (0.35 Ib)
Cooling System Convection
Input Cable uL -
Output Cable uL -
MTBF " > 500,000 hrs
I
Operating Temperature -20°Cto +45°C
Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 95% RH (Nen-Condensing)
Degree of Protection IP20
MNotes
1] MTEF as per
2 Al pararnate



FTPC LED Driver

75-100W Qutput Power (European AC Voltage)

FTPC

HIGHLIGHTS & FEATURES

* Constant Voltage
*  European AC Input
*  Short circuit, Over current & Over temperature protection
*  Cooling by free air convection

Built-in active PFC function

* |solation class Il

Compliance to worldwide safety regulations for lighting

GENERAL SPECIFICATIONS Az 8 0 V ¥V WVW¥ SELV (€
(ourPer | Frc7sviz FIPC75v24

Nominal Qutput Current 6.25A 3.12A

Neominal Output Voltage 12V 24V

Output Power 75W 75W

Input Voltage Range 180-264Vac

Input Frequency 50/60Hz

Power Factor 0.9

Case Cover / Chassis Plastic

Dimensions (L x W x D) 201 x64x30mm (7.91"x 2.52"x1.18")

Unit Weight 0.35kg (0.77 Ib)

Cooling System Convection

Input Cable UL

Output Cable UL -

MTEE " > 500,000 hrs

Operating Temperature -20°Cto +45°C

Storage Temperature -40°C to +80°C

Operating Humidity 20 to 95% RH (Nen-Condensing)

Degree of Protection IP20

oy [FPCIOOVIZ____________________________Fecoov2s |
Nominal Output Current 8.33A 407A
Nominal Output Voltage 12v 24V
OutEut Power 100W 100W
Input Voltage Range 90-264Vac
Input Frequency 50/60Hz
Power Factor 0.9
 vecsagcr, .|
Case Cover / Chassis Plastic
Dimensions (L x W x D) 180x 65.5%31.2 mm (7.08" x2.58" x1.22")
Unit Weight 0.4 kg (0.88 Ib)
Cooling System Convection
Input Cable UL
Output Cable UL
MTBF " > 500,000 hrs
| envieoNwmenr |
Operating Temperature -20°Cto +45°C
Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 95% RH (Nen-Condensing)
Degree of Protection IP20

MNotes
1] MTBF 2z per Telcondia SR-:
2 All pararnatars are spec

32(/P: 115Vae, O/ F: 100% load).
d at 25%C ambient temperature unlass otherwise indicatad.

10 | www.pospower.pl



FTPC-S LED Driver

30-60W Qutput Power (European AC Voltage)

FTPC-S

HIGHLIGHTS & FEATURES

* Constant Voltage

*  European AC Input

*  Short circuit, Over current, Over voltage & Over temperature
protection

*  Cooling by free air convection

Built-in active PFC function

e |solation class Il
¢ Compliance to worldwide safety regulations for lighting
¢ Extremely short and slim case size
GENERAL SPECIFICATIONS A= 8 0 V ¥V WVW¥ SELV (€
[ourer | FIPc3ovi2s FIPC30V24-5

Nominal Qutput Current 2.5A 1.25A

Neominal Output Voltage 12V 24V

Output Power 30w 30w

Input Voltage Range 180-264Vac

Input Frequency 50/60Hz

Power Factor 0.9

Case Cover / Chassis Plastic

Dimensions (L x W x D) 251x30x16 mm(9.88" x1.18" x 0.63")

Unit Weight 0.115 kg (0.25 Ib)

Cooling System Convection

Input Cable UL

Output Cable UL -

MTEE " > 500,000 hrs

Operating Temperature -20°Cto +45°C

Storage Temperature -40°C to +80°C

Operating Humidity 20 to 95% RH (Nen-Condensing)

Degree of Protection IP20

jourPur __________ |FPceovizs ____________ Fceovaes |
Nominal Output Current S5A 2.55A
Nominal Qutput Voltage 2v 24V
o] utiut Power 60W 60W
Input Voltage Range 180-264Vac
Input Frequency 50/60Hz
Power Factor 0.9
 meciaggcAL |
Case Cover / Chassis Plastic
Dimensions (L x W x D) 304.5%30x 17 mm (11.98" x 1.18" x 0.66")
Unit Weight 0.165 kg (0.36 1)
Cooling System Convection
Input Cable uL -
Output Cable uL -
MTBF " > 500,000 hrs
I
Operating Temperature -20°Cto +45°C
Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 95% RH (Nen-Condensing)
Degree of Protection IP20
Motes
1] MTEF as per
2 Al pararnate



FTPC LED Driver

12-30W Qutput Power (Constant Current)

FTPC

HIGHLIGHTS & FEATURES

Constant Current

Cooling by free air convection
*  Built-in active PFC function (FTPC30C700)

*  Short circuit & Over temperature protection

\ e |solation class Il

- ¢ Compliance to worldwide safety regulations for lighting

GENERAL SPECIFICATIONS Az, § OV V¥V WV SELV
(ourPer | Frpciac3so FIPCI5C350
Nominal Qutput Current 350mA 350mA
Nominal Output Voltage 0-34V 30-43V
Output Power 11.9W 15W
Input Voltage Range 180-264Vac
Input Frequency 50/60Hz
Power Factor 0.5
Case Cover / Chassis Plastic
Dimensions (L x W x D) 127 x50 x 10 mm (5" x 1.97" x 0.39") 128 x 51 x 14 mm (5.04" x 2" x 0.55")
Unit Weight 0.055 kg (0.12 1b) 0.075 kg (0.16 Ib)
Cooling System Convection
Input Cable uL -
Output Cable UL -
MTBE " > 500,000 hrs
Operating Temperature -20°Cto +45°C
Storage Temperature -40°C to +80°C
Operating Humidity 20 to 95% RH (Nen-Condensing)
Degree of Protection IP20
outrur | APc20c350 FTPC20C700 FTPC30C700
Nominal Output Current 350mA 700mA 700mA
Nominal Output Voltage 30-56V 14-29v 21.4-42.8V
OutEut Power 19.6W 20.3W 29.96W
Input Voltage Range 180-264Vac
Input Frequency 50/60Hz
Power Factor 0.5 0.9
 vecaagear ...
Case Cover / Chassis Plastic
Dimensions (L x W x D) 159 x58x18 mm (6.26" x 2.28" x 0.71") 160x 58 x 18 mm (6.3" x 2.28" x0.71")
Unit Weight 0.11 kg (0.24 Ib) 0.16 kg (0.35 b}
Cooling System Convection
Input Cable UL
Output Cable UL
MTBF " > 500,000 hrs
I
Operating Temperature -20°Cto +45°C
Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 95% RH (Nen-Condensing)
Degree of Protection IP20
MNotes
1] MTBF as per ad).
2 All pararnete s unless othenwise indicated.

12 | www.pospower.pl



FTPC LED Driver

40-60W Output Power (Constant Current)

FTPC

HIGHLIGHTS & FEATURES

* Constant Current

*  Cooling by free air convection
*  Built-in active PFC function
— *  Short circuit & Over temperature protection

e |solation class Il

e e Compliance to worldwide safety regulations for lighting

GENERAL SPECIFICATIONS A § © W WW (€
[outPuT | FIPC40C700 FIPC40C1050
Nominal Qutput Current 700mA 1050mA
Nominal Output Voltage 29-57V 19-38V
QOutput Power 39.9W 39.9W
Input Voltage Range 180-264Vac
Input Frequency 50/60Hz
Power Factor 0.9
Case Cover / Chassis Plastic
Dimensions (L x W x D) 159 x 58 x18 mm (6.26" x 2.28" x 0.71")
Unit Weight 0.18 kg (0.39 Ib)
Cooling System Convection
Input Cable uL -
Output Cable UL -
MTBE " > 500,000 hrs
Operating Temperature -20°Cto +45°C
Storage Temperature -40°C to +80°C
Operating Humidity 20 to 95% RH (Nen-Condensing)
Degree of Protection IP20
loutrur | FIPceocioso FTPC60C1400 FIPC60C2100
Nominal Output Current 1050mA 1400mA 2100mA
Nominal Output Voltage 28.5-57V 21-42.5V 14.5-28.5V
OutEut Power 59.85W 59.5W 59.85W
Input Voltage Range 180-264Vac
Input Frequency 50/60Hz
Power Factor 0.9
 vecsawgcar _______ |
Case Cover / Chassis Plastic
Dimensions (L x W x D} 18564 x 22 mm (7.28" x 2.52" x 0.87")
Unit Weight 0.25kg (0.55 Ib)
Cooling System Convection
Input Cable UL
Output Cable UL
MTBF " > 500,000 hrs
| eNvieONMENT |
Operating Temperature -20°Cto +45°C
Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 95% RH (Nen-Condensing)
Degree of Protection IP20

MNotes
1] MTEF as per
2 Al pararnate




FTPC-S LED Driver

30W Qutput Power (Constant Current)

FTPC-S

HIGHLIGHTS & FEATURES

*  Constant Current

*  European AC Input

*  Cooling by free air convection
*  Built-in active PFC function
Short circuit protection

e |solation class Il
e Compliance to worldwide safety regulations for lighting
¢ Extremely short and slim case size
GENERAL SPECIFICATIONS Az 8 0 V ¥V WVW¥ SELV (€
[ourPur | FIPC30C350S FIPC30C500-5
Nominal Qutput Current 350mA S00mA
Nominal Output Voltage 43-86V 30-60V
Output Power 30.0W 30w
Input Voltage Range 180-264Vac
Input Frequency 50/60Hz
Power Factor 0.9
Case Cover / Chassis Plastic
Dimensions (L x W x D) 251x30x16 mm (9.88" x1.18" x 0.63")
Unit Weight 0.155 kg (0.25 Ib)
Cooling System Convection
Input Cable uL -
Output Cable UL -
MTBE " > 500,000 hrs
Operating Temperature -20°Cto +45°C
Storage Temperature -40°C to +80°C
Operating Humidity 20 to 95% RH (Nen-Condensing)
Degree of Protection IP20
[outrur | FIPc30c700-s FTPC30C1050-S FTPC30C1400-S
Nominal Output Current 700mA 1050mA 1400mA
Nominal Output Voltage 21-43V 14-29v 1-22v
OutEut Power 30.0W 30.45W 30.8W
Input Voltage Range 180-264Vac
Input Frequency 50/60Hz
Power Factor 0.9
 vecsawgcr, .|
Case Cover / Chassis Plastic
Dimensions (L x W x D) 251x30x16 mm (9.88" x1.18" x 0.63")
Unit Weight 0.155 kg (0.25 Ib)
Cooling System Convection
Input Cable UL
Output Cable UL
MTBF ! > 500,000 hrs
I
Operating Temperature -20°Cto +45°C
Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 95% RH (Nen-Condensing)
Degree of Protection IP20

MNotes
1] MTBF 2z per Telcondia SR-:
2 All pararnatars are spec

32(/P: 115Vae, O/ F: 100% load).
d at 25%C ambient temperature unlass otherwise indicatad.
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MCHQ LED Driver

12V Qutput (International AC Voltage)

MCHQ

HIGHLIGHTS & FEATURES

* Constant Voltage

*  Universal AC input / Full range

*  Short circuit, Overload, Over voltage & Over temperature
protection

*  Cooling by free air convection

*  Built-in active PFC function

* |P67 design forindoor and outdoor appliances

*  Compliance to worldwide regulations for lighting

GENERAL SPECIFICATIONS o, 8 VY W\ SELV (€
outrur | mchaioovi2 MCHQ150V12 MCHQ200V12
Nominal Qutput Current 8.3A 12.5A 15A
Neominal Output Voltage 12v 12V 2v
OuEut Power 99.6W 150W 180W
Input Voltage Range 90-264Vac
Input Frequency 50/60Hz
Power Factor 0.98
[ mecHANCAL
Case Cover / Chassis Metal
Dimensions (L x W x D) 217 %67 x 34 mm (8.54" x 2.63" x 1.34") 217 x 67 %42 mm (8.54" x 2.63" x1.65") 237 x67x 42 mm (9.33" x 2.63" x1.65")
Unit Weight 0.9 kg (1.98 Ib) 1.1kg (2.421b) 1.25kg (2.75 Ib)
Cooling System Convection
Input Cable UL HO5RN-F (Line: Brown, Neutral: Blue, PE: Green/ Yellow)
Output Cable uL HOS5RN-F (Positive: Red, Negative: Black)
MTBF " 352,000 hrs
[ ENvIRONMENT
Operating Temperature -20°Cto +45°C
Storage Temperature -30°Cte +70°C
Operating Humidity 20 to 98% RH (Nen-Condensing)
Degree of Protection IP67

MCHQ A & B AVAILABLE ALSO AS SILVER CASE

MNotes
1] MTBF 2z per Teleordia SR-332 (1/P: 115Vac, OF F: 100% load).
2 All parameters are specified at 25°C ambient temparature unlass otherwise indicatad.




MCHQ LED Driver

24V Output (International AC Voltage)

MCHQ

HIGHLIGHTS & FEATURES

* Constant Voltage

*  Universal AC input / Full range

*  Short circuit, Overload, Over voltage & Over temperature
protection

*  Cooling by free air convection

*  Built-in active PFC function

* |P67 design forindoor and outdoor appliances

*  Compliance to worldwide regulations for lighting

GENERAL SPECIFICATIONS A2 B Y W\ SELV (€
outrur | McHaioov2a MCHQI50v24 MCHQ200v24
Nominal Qutput Current 417A 6.25A 8.3A
Neominal Output Voltage 24V 24V 24V
OutEut Power 100.08W 150W 200W
Input Voltage Range 90-264Vac
Input Frequency 50/60Hz
Power Factor 0.98
| mecoamg@Crr ...
Case Cover / Chassis Metal
Dimensions (L x W x D) 217 x67 x 34 mm (8.54" x 2.63" x 1.34") 217 x 67 x 42 mm (8.54" x 2.63" x1.65") 237 x67 x42mm (9.33" x 2.63" x1.65")
Unit Weight 0.9 kg (1.98 Ib) 1.1kg (2.421b) 1.25kg (2.75 |b)
Cooling System Convection
Input Cable UL HO5RN-F (Line: Brown, Neutral: Blue, PE: Green/ Yellow)
Output Cable uL HOS5RN-F (Positive: Red, Negative: Black)
MTBF " 352,000 hrs
| enveONMENT
Operating Temperature -20°Cto +45°C
Storage Temperature -30°Cte +70°C
Operating Humidity 20 to 98% RH (Nen-Condensing)
Degree of Protection IP67

MNotes
1] MITBF as per Telcordia SR-332 (/P2 115Vac, O/F: 100% load).
2 All parameters are specified at 25°C ambient temparature unlass otherwise indicatad.
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MCHQ LED Driver

36-48V Output (International AC Voltage)

MCHQ

HIGHLIGHTS & FEATURES

* Constant Voltage

*  Universal AC input / Full range

*  Short circuit, Overload, Over voltage & Over temperature
protection

*  Cooling by free air convection

*  Built-in active PFC function

* |P67 design forindoor and outdoor appliances

*  Compliance to worldwide regulations for lighting

GENERAL SPECIFICATIONS Az B YV WY SBELV (€
[ourrer | McHaioov3s MCHQ100v48
Nominal Qutput Current 2.78A 2.08A
Neminal Output Voltage 36V 48V
OutEut Power 100.08W 99.84W
Input Voltage Range 90-264Vac
Input Frequency 50/60Hz
Power Factor 0.98
Case Cover / Chassis Metal
Dimensions (L x W x D) 217 x 67 x 34 mm (8.54" x 2.63" x1.34")
Unit Weight 0.9kg (1.98 Ib)

Cooling System Convection

Input Cable uL HO5RN-F (Line: Brown, Neutral: Blue, PE: Green,/Yellow)

Output Cable uL HOS5RN-F (Positive: Red, Negative: Black)

MTEE " 352,000 hrs
Operating Temperature -20°Cto +45°C

Storage Temperature -30°Cte +70°C
Operating Humidity 20 to 98% RH (Nen-Condensing)
Degree of Protection IP67

[outrur | mcHQIS0V36 MCHQI50V48 MCHQ200V36
Nominal Output Current A407A 3.12A 5.55A
Nominal Qutput Voltage 36V 48V 36V
Outiut Power 150W 150W 199.8W
Input Voltage Range 90-264Vac
Input Frequency 50/60Hz
Power Factor 0.98
 wecha@CAL |
Case Cover / Chassis Metal
Dimensions (L x W x D) 217 x67 x42 mm (8.54" x2.63" x1.65") 237 x 67 x42 mm (9.33" x 2.63" x 1.65")
Unit Weight 1.1kg (2.421b) 1.25kg (2.75 Ib)
Cooling System Convection
Input Cable UL HOS5RN-F (Line: Brown, Neutral: Blue, PE: Green/Yellow)
Output Cable UL HOS5RN-F (Positive: Red, Negative: Black)
MTBE" 352,000 hrs
| envieONMENT |
Operating Temperature -20°Cto +45°C
Storage Temperature -30°Cto +70°C
Operating Humidity 20 to 98% RH (Non-Condensing)
Degree of Protection IP67



MCHQ-A LED Driver

12V QOutput (International AC Voltage)

MCHQ-A

HIGHLIGHTS & FEATURES

*  Universal AC input / Full range (Max. 305Vac)

*  Short circuit, Over current, Over voltage & Over temperature
protection

*  Cooling by free air convection

*  Built-in active PFC function

* |PB5 design for indoor and outdoor appliances

*  Compliance to worldwide regulations for lighting

*  QOutput voltage and constant current level adjustable
by internal potentiometers

GENERAL SPECIFICATIONS A.xEn, © W\ SELV (€
[ourrur | mcHadovi2A MCHQBOVI2A MCHQBOVI2A MCHQIOOVI2A
Nominal Qutput Current 3.3A S5A 6.7A B.1A
MNeominal Output Voltage 12V 12v 12v 12v
OutEut Power 39.6W 60W 80.4W 97.2W
Input Voltage Range 90-305Vac
Input Frequency 50/60Hz
Power Factor 0.98
 vecaagicar ... |
Case Cover / Chassis Metal
B e 15?:{53)(3"6,5 mm" 1?2}:[( 53 x3£:1.5 mm" 1?2,4:: 61.5 x"36.5 m:n 190;&61,5x§6.5 mnz
(6.18" x 2.08" x 1.43") (6.77” x 2.08" x 1.43") {6.78" x 2.42" x 1.43") (7.48" x 2.42" x1.43")
Unit Weight 0.5kg (1.11b) 0.6 kg (1.321b) 0.7 kg (1.54 1b) 0.75 kg (1.65Ib)
Cooling System Convection
Input Cable UL HO5RN-F (Line: Brown, Neutral: Blue, PE: Green,/Yellow)
Output Cable UL SJTW 1BAWG (Positive: Red, Negative: Black)
MTBF " 45,000 hrs 43,800 hrs 225,000 hrs
| enviRONMENT
Operating Temperature -40°C to +70°C
Storage Temperature -40°C to +80°C
Operating Humidity 15 to 95% RH (Non-Condensing)
Degree of Protection IPES
[outrer | mcHaisovi2A MCHQ185VI2A MCHQ250V12A MCHQ320V12A
Nominal Output Current 12.5A 14A 18A 22A
Nominal Qutput Voltage 2v 2v 2v 2v
Outiut Power 150W 168W 216W 264W
Input Voltage Range 90-305Vac
Input Frequency 50/60Hz
Power Factor 0.98
| wechAMCAL |
Case Cover / Chassis Metal
Dimensions (LxV:x Dy 22]561.5 x?ﬁ_S mm 195 xw?'3,5>:1:>8.5 mm 226 t?S,SxffB.S mm 246??84 xf!].B mm
(8.7"x2.42"x1.43") (7.67" x 2.89" x1.51") (8.89" x2.89" x1.51") (9.68" x3.3" x1.62")
Unit Weight 0.9 kg (1.98 Ib) Tkg(2.21b) 1.1kg (2.421b) 1.3 kg (2.86b)
Cooling System Convection
Input Cable uL HOS5RN-F (Line: Brown, Neutral: Blue, PE: Green/Yellow)
Output Cable uL SJTW T4AWG (Positive: Red, Negative: Black)
MTBE " 225,000 hrs
| envRONMENT |
Qperating Temperature -40°C to +70°C
Storage Temperature -40°C to +80°C
Operating Humidity 15 to 95% RH (Non-Condensing)
Degree of Protection PGS
MNotes
'I] MTBF as per Teleordia SR-332 (1/P: 115Vac, OF F: 100%

2 All parameters are specified at 25°C ambient temperature unless othenwisa indicatad.
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MCHQ-A LED Driver

15-24V Output (International AC Voltage)

MCHQ-A

HIGHLIGHTS & FEATURES

*  Universal AC input / Full range (Max. 305Vac)

*  Short circuit, Over current, Over voltage & Over temperature
protection

*  Cooling by free air convection

*  Built-in active PFC function

* |PB5 design for indoor and outdoor appliances

*  Compliance to worldwide regulations for lighting

*  QOutput voltage and constant current level adjustable
by internal potentiometers

GENERAL SPECIFICATIONS A.xEn, © W\ SELV (€
(ourrur | mcHa4ov24A MCHQBOV24A MCHQBOV24A MCHQI00V24A
Nominal Qutput Current 1.66A 2.5A 3.33A 4.1A
Neominal Output Voltage 24V 24V 24V 24V
OutEut Power 39.84W 60W 79.92W 98.4W
Input Voltage Range 90-305Vac
Input Frequency 50/60Hz
Power Factor 0.98
 vecaamgcar ... |
Case Cover / Chassis Metal
Diriensicns (L WD) 15?:(53)(3"6,5 mm" 1?2:( 53 x3£:‘».5 mm" ]?2_4:: 61.5 x"36.5 m:n 390;'(“61.5x§6.5 mn;l
(6.18" x 2.08" x 1.43") (6.77" x2.0B" x 1.43") (6.78" x2.42" x1.43") (7.48" x2.42" x1.43")
Unit Weight 0.5kg (1.11b) 0.6kg (1.321b) 0.7 kg (1.54 1b) 0.75 kg (1.65Ib)
Cooling System Convection
Input Cable uL HO5RN-F (Line: Brown, Neutral: Blue, PE: Green,/Yellow)
Output Cable UL SJTW 1BAWG (Positive: Red, Negative: Black)
MTBF " 45,000 hrs 43,800 hrs 225,000 hrs
T
Operating Temperature -40°C to +70°C
Storage Temperature -40°C to +80°C
QOperating Humidity 15 to 95% RH (Nen-Condensing)
Degree of Protection P65
[outPrur | McHQi50VI5A/24A MCHQ185V24A MCHQ250V24A MCHQ320VI5A/24A
Nominal Output Current 10A 6.3A T.7A 10.4A 19A 13A
Nominal Output Voltage 15V 24V 24v 24v 15V 24y
Outiut Power 150W 151.2W 184.8W 249.6W 285W 320W
Input Voltage Range 90-305Vac
Input Frequency 50/60Hz
Powrer Factor 0.98
| wechA@CAL |
Case Cover / Chassis Metal
Dimensions (Lxx D) 22]561.5 )("36_5 mim 195 xw?B.SxZ:;B.S mm 226 x"?3.5xf§8.5 mm 246f84 xf!].B mm
(B.7" % 2.42" x1.43") (7.67" x 2.89" x 1.51") {8.89" x 2.89" x1.51") (9.68" x3.3" x1.62")
Unit Weight 0.9 kg (1.98 Ib) Tkg(2.21b) 1.1kg (2.421b) 1.3 kg (2.86 Ib)
Cooling System Convection
Input Cable uL HOS5RN-F (Line: Brown, Neutral: Blue, PE: Green/Yellow)
Output Cable uL SJTW T4AWG (Positive: Red, Megative: Black)
MTBF " 225,000 hrs
| enviRONMENT
Operating Temperature -40°Cto +70°C
Storage Temperature -40°C to +80°C
Operating Humidity 15 to 95% RH (Non-Condensing)
Degree of Protection PG5
MNotes

1] MITBF as per Telcordia SR-332 (1I/P: 115Vac, O/F: 1003
2 All parameters are specified at 25°C ambient temparature unlass otherwise indicatad.




MCHQ-A LED Driver

36-54V Output (International AC Voltage)

MCHQ-A

HIGHLIGHTS & FEATURES

*  Universal AC input / Full range (Max. 305Vac)

*  Short circuit, Over current, Over voltage & Over temperature
protection

*  Cooling by free air convection

*  Built-in active PFC function

* |PB5 design for indoor and outdoor appliances

*  Compliance to worldwide regulations for lighting

*  QOutput voltage and constant current level adjustable
by internal potentiometers

GENERAL SPECIFICATIONS AN W\ SELV (€

e i nov.
Nominal Output Current 4.2A 2.08A
Nominal Output Voltage 36V 48V
OutEut Power 151.2W 99.84W
Input Voltage Range 90-305Vac
Input Frequency 50/60Hz
Power Factor 0.98
Case Cover / Chassis Metal
Dimensions (L x W x D) 221x61.5x36.5mm(8.7" x 2.42" x 1.43")
Unit Weight 0.9kg (1.98 1b)
Cooling System Convection
Input Cable UL HO5RN-F (Line: Brown, Neutral: Blue, PE: Green/ Yellow)
Output Cable uL SJTW 14AWG (Positive: Red, Negative: Black)
MTBF ! 225,000 hrs
QOperating Temperature -40°Cto +70°C
Storage Temperature -40°C to +80°C
Operating Humidity 15 to 95% RH (Non-Condensing)
Degree of Protection PGS

loutrur | McHQ320v36A MCHQ320V48A MCHQ320V54A
Nominal Output Current 8.9A 6.7A BA
Nominal Output Voltage 36V 48v 54V
Outiut Power 320W 320W 320W
Input Veltage Range 90-305Vac
Input Frequency 50/60Hz
Power Factor 0.98
| meECHANSCAL |
Case Cover / Chassis Metal
Dimensions (L x W x D) 246 % 84 x 41.3mm (9.68" x 3.3" x 1.62")
Unit Weight 1.3 kg (2.86 Ib)
Cooling System Convection
Input Cable UL HOS5RN-F (Line: Brown, Neutral: Blue, PE: Green/Yellow)
Output Cable UL SJTW 14AWG (Positive: Red, Negative: Black)
MTBF " 225,000 hrs
| enviRONMENT |
Operating Temperature -40°Cto +70°C
Storage Temperature -40°C to +80°C
Operating Humidity 15 to 95% RH (Non-Condensing)
Degree of Protection IP65
MNotes
'I] MTBF as per 32 (/P2 115Vae, OFF: 100%

2 All parameters are specified at 25°C ambient temperature unless othenwisa indicatad.
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MCHQ-B LED Driver

12V Qutput (International AC Voltage)

MCHQ-B

HIGHLIGHTS & FEATURES

*  Universal AC input / Full range (Max. 305Vac)

*  Short circuit, Over current, Over voltage & Over temperature
protection

*  Cooling by free air convection

*  Built-in active PFC function

* |P67 design forindoor and outdoor appliances

*  Compliance to worldwide regulations for lighting

*  Built-in 3in 1 dimming function: 1-10V or PWM or resistance

GENERAL SPECIFICATIONS A.xiEn, © W\ SELV (€
outrur | mcHa4ovize MCHQ60V12B MCHQBOV128 MCHQI00V12B
Nominal Qutput Current 3.3A S5A 6.67A B.1A
Neominal Output Voltage 12V 12v 12V 12v
OutEut Power A0W BOW BOW 97w
Input Voltage Range 90-305Vac
Input Frequency 50/60Hz
Power Factor 0.98
| mecoamgpCrr ...
Case Cover / Chassis Metal
Diriensicns (L WD) 15?:(53)(3"6,5 mm" 1?2:( 53 x3£:‘».5 mm" 3?2_4:: 61.5 x"36.5 m:n 190;'(“61.5xf36.5 mn;l
(6.18" x 2.08" x1.43") (6.77" x2.08" x 1.43") (6.78" x 2.42" x1.43") (7.48" x 2.42" x1.43")
Unit Weight 0.5kg (1.11b) 0.6 kg (1.321b) 0.7 kg (1.54 1b) 0.75kg (1.65Ib)
Cooling System Convection
Input Cable uL HO5RN-F (Line: Brown, Neutral: Blue, PE: Green,/Yellow)
Output Cable uL SJTW 1BAWG (Positive: Red, Negative: Black), DIMMING - AMW?2464 20AWG (Positive +10: White, Positive: Brown, Negative: Blue)
MTBF " 43,200 hrs 225,000 hrs
 enveoww@Enr .|
Operating Temperature -40°C to +70°C
Storage Temperature -40°C to +80°C
Operating Humidity 15 to 95% RH (Non-Condensing)
Degree of Protection IP67
outrur | McHa1sovI2B MCHQ185VI2B MCHQ250V12B MCHQ320V12B
MNominal Output Current 12.5A 144 18A 22A
Nominal Output Voltage 2v 12V 2v 2v
Outiut Power 150W 168W 216W 264W
Input Voltage Range 90-305Vac
Input Frequency 50/60Hz
Power Factor 0.98
| meCHANSCAL
Case Cover / Chassis Metal
Dimensions (L= D) 22]1{61.5 xl.:36_5 mm 19§x73x§8 mm 226 xw?3.5x§8.5 mm 246f84x:}1.3 mm
(B.7" x 2.42" x1.43") (7.67" x 2.87" x1.49") (8.89" x 2.89" x1.51") (9.68" x3.3" x1.62")
Unit Weight 0.9 kg (1.98 Ib) Tkg (2.2 1b) 1.1kg (2.421b) 1.3 kg (2.86 Ib)
Cooling System Convection
Input Cable UL HOS5RN-F (Line: Brown, Neutral: Blue, PE: Green,/Yellow)
Output Cable UL SJTW T4AWG (Positive: Red, Megative: Black), DIMMING - AMW2464 20AWG (Positive +10: White, Positive: Brown, Negative: Blue)
MTBF" 225,000 hrs
| enviRONMENT
Operating Temperature -40°Cto +70°C
Storage Temperature -40°C to +80°C
Operating Humidity 15 to 95% RH (Non-Condensing)
Degree of Protection IP67
MNotes
'I] MTBF as per Telcordia SR-332 (/P2 115Vac, O/F: 100%

2 All parameters are specified at 25°C ambient temperature unless othenwisa indicatad.



MCHQ-B LED Driver

15-24V Output (International AC Voltage)

MCHQ-B

HIGHLIGHTS & FEATURES

*  Universal AC input / Full range (Max. 305Vac)

*  Short circuit, Over current, Over voltage & Over temperature
protection

*  Cooling by free air convection

*  Built-in active PFC function
IP67 design for indoor and outdoor appliances

*  Compliance to worldwide regulations for lighting

*  Built-in 3in 1 dimming function: 1-10V or PWM or resistance

GENERAL SPECIFICATIONS A.xEn, © W\ SELV (€
foutPur | mcHasov24B MCHQ100V24B MCHQ150V24B
Nominal Qutput Current 3.33A 41A 6.3A
Nominal Output Voltage 24y 24V 24V
OutEut Power BO0W 99w 151.2W
Input Voltage Range 90-305Vac
Input Fregquency 50/60Hz
Power Factor 0.98
| wecag9icL ... |
Case Cover / Chassis Metal
Dimensions (L x W x D) 172.4%61.5%36.5mm (6.78" x2.42"x1.43") | 190x61.5x36.5mm (748" x2.42" x1.43") | 221x61.5x36.5 mm (B.7" x2.42" x1.43")
Unit Weight 0.7 kg (1.54 1b) 0.75 kg (1.65 Ib) 0.9 kg (1.98 Ib)
Cooling System Convection
Input Cable UL HOS5RN-F (Line: Brown, Neutral: Blue, PE: Green/Yellow)
Output Cable UL SJTW 14AWG (Positive: Red, Negative: Black), DIMMING - AMW2464 20AWG (Positive +10: White, Positive: Brown, Negative: Blue)
MTBE" 43,200 hrs 225,000 hrs
| enveoNMENT |
Operating Temperature -40°Cto +70°C
Storage Temperature -40°Cto +80°C
Operating Humidity 15 to 95% RH (Non-Condensing)
Degree of Protection P67

[outrPrur | mcHaissv24B MCHQ250V24B MCHQ320V15B/24B
Nominal Output Current 7.7A 10.4A 19A 13
Nominal Output Voltage 24V 24V 15V 24V
OutEut Power 185W 250W 285W 312W
Input Voltage Range 90-305Vac
Input Frequency 50/60Hz
Power Factor 0.98
 mecoamg@Crr ...
Case Cover / Chassis Metal
Dimensions (L x W x D) 195x73x38 mm (7.67" x 2.87" x1.49") 226x73.5x38.5mm(8.89" x2.89" x1.51") 246 x84 x41.3mm (9.68" x 3.3" x 1.62")
Unit Weight Tkg (2.2 1b) 1.1 kg (2.42 Ib) 1.3 kg (2.86 Ib)
Cooling System Convection
Input Cable UL HOS5RN-F (Line: Brown, Neutral: Blue, PE: Green,/Yellow)
Output Cable uL SJTW 14AWG (Positive: Red, Megative: Black), DIMMING - AMW2464 20AWG (Positive +10: White, Positive: Brown, Negative: Blue)
MTBF " 225,000 hrs
| enviRONMENT |
Operating Temperature -40°Cto +70°C
Storage Temperature -40°C to +80°C
Operating Humidity 15 to 95% RH (Non-Condensing)
Degree of Protection IP67

MNotes
1] MITBF as per Telcordia SR-332 (1I/P: 115Vac, O/F: 1003
2 All parameters are specified at 25°C ambient temparature unlass otherwise indicatad.
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MCHQ-B LED Driver

36-54V Output (International AC Voltage)

MCHQ-B

HIGHLIGHTS & FEATURES

*  Universal AC input / Full range (Max. 305Vac)

*  Short circuit, Over current, Over voltage & Over temperature
protection

*  Cooling by free air convection

*  Built-in active PFC function

* |P67 design forindoor and outdoor appliances

*  Compliance to worldwide regulations for lighting

*  Built-in 3in 1 dimming function: 1-10V or PWM or resistance

GENERAL SPECIFICATIONS A=, § YV WW SELV (€
[ourur | mcsaiesvass R

Nominal Qutput Current 5.A 4.63A

Neominal Output Voltage 36V 54V

OutEut Power 185W 250W

Input Voltage Range 90-305Vac

Input Frequency 50/60Hz

Power Factor 0.98

Case Cover / Chassis Metal

Dimensions (L x W x D) 195x 73 x 38 mm (7.67" x 2.87" x1.49") 226%73.5%x38.5mm (8.89" x 2.89" x1.51")

Unit Weight Tkg (2.2 1) 1.1kg(2.42 1b)

Cooling System Convection

Input Cable uL HO5RN-F (Line: Brown, Neutral: Blue, PE: Green/ Yellow)

Output Cable uL SJTW 14AWG (Positive: Red, Megative: Black), DIMMING - AMW2464 20AWG (Positive +10: White, Positive: Brown, Negative: Blue)

MTBF " 225,000 hrs

Operating Temperature -40°Cto +70°C

Storage Temperature -A0°C to +80°C

Operating Humidity 15 to 95% RH (Non-Condensing)

Degree of Protection IP67

[outrPur | mcHQ320v36B MCHQ320V48B MCHQ320V54B
Nominal Output Current 8.9A 6.7A BA
Nominal Qutput Voltage 36V 48V S4v
Outiut Power 320.4W 321.6W 324W
Input Voltage Range 90-305Vac
Input Frequency 50/60Hz
Power Factor 0.98
| wecha@CAL__________ |
Case Cover / Chassis Metal
Dimensions (L x W x D) 246 x 84 x41.3mm (9.68" x 3.3" x 1.62")
Unit Weight 1.3 kg (2.86 Ib)
Cooling System Convection
Input Cable UL HOS5RN-F (Line: Brown, Neutral: Blue, PE: Green/Yellow)
Output Cable UL SJTW 14AWG (Positive: Red, Negative: Black), DIMMING - AMW?2464 20AWG (Positive +10: White, Positive: Brown, Negative: Blue)
MTBE" 225,000 hrs
| enveONMENT |
Operating Temperature -40°Cto +70°C
Storage Temperature -40°C to +80°C
Operating Humidity 15 to 95% RH (Mon-Condensing)
Degree of Protection IP67

MNotes
1] MTEF as per
2 Al pararnate

32(/P: 115Vae, O/ F: 100% load).
cified at 25°C ambient temperature unless otherwise indicated.




LNE LED Driver

12V Output (North American AC Voltage)

LNE

HIGHLIGHTS & FEATURES

*  Universal AC input voltage range 90-305Vac

*  Upto92.0% efficiency

*  B6kV common mode & 4kV differential mode surge immunity
*  Active PFC. Meets IEC/EN 61000-3-2, Class C

*  Adjustable voltage & current; dimming option available

* |P65 or P67 assembly for indoor and outdoor applications

GENERAL SPECIFICATIONS SELV s

LNE-12VI00WOAL LNE-12V120WOAO LNE-12V150W0OAQ LNE-12V185WOADO

Nominal Qutput Voltage 12v 12v 12V 12v

(EY Sy g Rang it 6-12Vdc 6-12Vde 6-12Vdc 6-12Vdc

CC Mode

ol il il 10.8-13.5V 10.8413.5V 10.8413.5V 10.8-13.5V

nge

Neominal Output Current 8.00A 10.0A 12.5A 13.0A

Roa”:;‘e’ﬁ]c”““md‘“me“' 4.00-8.00A 5.00-10.0A 6.25-12.5A 6.50-13.0A

Output Power 96w 120W 150W 156W

Line Regulation +(0.5% (@ 90-305Vac)

Load Regulation + 2% (@ 90-305Vac, 0-95% load)

PARD (20MHz) <150mVpp

Hold-up Time 16ms typ. @ 115Vac & 230Vac & 277Vac (100% load)

Input Voltage Range 90-305Vac

Input Frequency 47-63Hz
1.30A max. @ 115Vac, 1.50A max. @ 115Vac, 1.80A max. @ 115Vac, 1.90A max. @ 115Vac,

Input Current 0.65A max. @ 230Vac, 0.70A max. @ 230Vac, 0.85A max. @ 230Vac, 0.90A max. @ 230Vac,
0.60A max. @ 277Vac 0.65A max. @ 277Vac 0.B0A max. @ 277Vac 0.80A max. @ 277Vac

. ’ . X 89.0% typ. @ 115Vac, .
Efficiency at 100% Load 90.0% typ. @ 115Vac, 90.0% typ. @ 115Vac, 91.5% typ. @ 230Vac, 89.0% typ. @ 115Vac,

92.0% typ. @ 230Vac & 277Vac 92.0% typ. @ 230Vac & 277Vac 91.5% typ. @ 230Vac & 277Vac

91.0% typ. @ 277Vac
65A typ. @ 230Vac
0.98 typ. @ 115Vac, 0.95 typ. @ 230Vac, 0.93 typ. @ 277Vac 0.98 typ. @ 115Vac, 0.95 typ. @ 230Vac, 0.92 typ. @ 277Vac

Leakaie Current < 0.75mA @ 305Vac

Max Inrush Current (Cold Start)
Power Factor

Case Cover / Chassis Aluminium
Dimensions (L x W x D) 220x 68 x 38.8 mm (8.66" x2.68" x1.53") 228 x 68 x38.8 mm (8.98" x 2.68" x1.53")
Unit Weight 0.98 kg (2.16 Ib) 0.98 kg (2.16 Ib) 1.04 kg (2.29 Ib) 1.04 kg (2.29 Ib)
Cooling System Convection
Input Cable UL SJTW 1BAWGX3C (Line: Brown, Neutral: Blue, PE: Green/Yellow)
Output Cable uL SJTW 14AWGX2C (Positive: Red, Negative: Black)
Dimming Cable uL SJTW 1BAWGK2C (Positive: White, Negative: Blue)
MTBF # > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs
Operating Temperature -40°C to +70°C
Storage Temperature -40°Cto +85°C
Power De-rating > 60°C (4% / °C)
Operating Humidity 5to0 95% RH (Non-Condensing)
Operating Altitude Oto 3,000m (0 to 9,840 ft)
Degree of Protection IP65 (LNE-12vOOOWADODOY); IP67 (LNE-12vOOOWDOO)
Motes
1) For LINE-12v00O0OWADOOQ package type onh.
2 MITBF as per Telcordia SR-332 (/P2 115Vac, O/F: 100% load).
3 All parameters are specified at 25°C ambient temperature unless othenwisa indicatad.
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LNE LED Driver

12V Qutput (International AC Voltage)

LNE

.’_%’ HIGHLIGHTS & FEATURES
p [ oo = i m *  Universal AC input voltage range 90-264Vac
g SN ] *  Upto92.0% efficiency
X 48 } *  BkV common mode & 4kV differential mode surge immunity
g % L *  Active PFC. Meets IEC/EN 61000-3-2, Class C
A *  Adjustable voltage & current; dimming option available

:&; * |P65 or P67 assembly for indoor and outdoor applications
GENERAL SPECIFICATIONS A== 8 O WV W SELV (€ @ &K+ [ w=®
LNE-12V100WLICE mw LNE-12V185WLICT
Nominal Qutput Voltage 12v 12v
(EY Sy g Rang it 6-12Vdc 6-12Vdc 6-12Vdc 6-12Vdc
CC Mode
US| AT s 10.8-13.5V 10.8413.5V 10.8413.5V 10.8-13.5V
Range
Neominal Output Current 8.00A 10.0A 12.5A 13.0A
Roa”:;‘e’ﬁ]c”““md‘“me“' 4.00-8.00A 5.00-10.0A 6.25-12.5A 6.50-13.0A
Output Power 96w 120W 150W 156W
Line Regulation +(0.5% (@ 90-264Vac)
Load Regulation + 2% (@ 90-264Vac, 0-95% load)
PARD (20MHz) <150mVpp
Hold-up Time 16ms typ. @ 115Vac & 230Vac (100% load)
Input Voltage Range 90-264Vac
Input Frequency 47-63Hz
e . 1.30A max. @ 115Vac, 1.50A max. @ 115Vac, 1.80A max. @ 115Vac, 1.90A max. @ 115Vac,
ol 0.65A max. @ 230Vac 0.70A max. @ 230Vac 0.85A max. @ 230Vac 0.90A max. @ 230Vac
) 90.0% typ. @ 115Vac, 90.0% typ. @ 115Vac, 89.0% typ. @ 115Vac, 89.0% typ. @ 115Vac,
SHeenceation . land 92.0% typ. @ 230Vac 92.0% typ. @ 230Vac 91.5% typ. @ 230Vac 91.5% typ. @ 230Vac
Max Inrush Current (Cold Start) 65A typ. @ 230Vac
Power Factor 0.98 typ. @ 115Vac, 0.95 typ. @ 230Vac 0.98 typ. @ 115Vac, 0.95 typ. @ 230Vac
Leakaie Current < 0.75mA @ 264Vac
Case Cover / Chassis Aluminium
Dimensions (L x W x D) 220x 68 x 38.8 mm (8.66" x2.68" x1.53") 228 x 68 x38.8 mm (8.98" x 2.68" x1.53")
Unit Weight 0.98 kg (2.16 Ib) 0.98 kg (2.16 Ib) 1.04 kg (2.29 Ib) 1.04 kg (2.29 Ib)
Cooling System Convection
Input Cable VDE HO5RM-F3G1.0mm? (Line: Brown, Meutral: Blue, PE: Green/Yellow)
Qutput Cable VDE HO7RN-F2x1.5mm?(Positive: Red, Negative: Black)
Dimming Cable VDE HOS5RN-F2x1.0mm?(Positive: White, Negative: Blue)
MTBF # > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs
Operating Temperature -40°Cto +70°C
Storage Temperature -40°C to +85°C
Power De-rating > 60°C (4% / °C)
Operating Humidity 5 to 95% RH (Non-Condensing)
Operating Altitude Oto 3,000m (0 to 9,840 fi)
Degree of Protection IP65 (LNE-12vOO0OWADD); IP67 (LNE-12vOOOWDOO)
Notes

1) For LNE-121 EDDHAED er age type
2 MITEF as per Telc
3 All parameters ara spﬂu'l_-J at 25°C er'.blmt t'\MpcmtJ ] nh_ss othenwvise indicated.
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LNE LED Driver

24V Output (North American AC Voltage)

GENERAL SPECIFICATIONS

Nominal Qutput Voltage

LED System Voltage Range in

CC Mode

Output Voltage Adjustment

Range"

Neominal Output Current

Output Current Adjustment

Range "

Output Power
Line Regulation
Load Regulation
PARD (20MHz)
Hold-up Time

Input Voltage Range
Input Frequency

Input Current

Efficiency at 100% Load

Max Inrush Current (Cold Start)

Power Factor

LNE-24V100WDOAO
24V

12-24Vdc

22.0-27.0v
4.00A
2.00-4.00A

96W

1.30A max. @ 115Vac,
0.65A max. @ 230Vac,
0.60A max. @ 277Vac

92.0% typ. @ 115Vac,

93.0% typ. @ 230Vac & 277Vac

0.98 typ. @ 115Vac, 0.95 typ. @ 230Vac, 0.93 typ. @ 277Vac

LNE

HIGHLIGHTS & FEATURES

*  Universal AC input voltage range 90-305Vac

*  Upto93.5% efficiency

*  B6kV common mode & 4kV differential mode surge immunity
*  Active PFC. Meets IEC/EN 61000-3-2, Class C

*  Adjustable voltage & current; dimming option available

* |P65 or P67 assembly for indoor and outdoor applications

SELV Ml
LNE-24V120WDOADO LNE-24V150W0OADO LNE-24V185WLAO
24V 24V 24V
12-24Vde 12-24Vde 12-24Vdce
22.0-27.0V 22.0-27.0V 22.0-27.0V
5.00A 6.30A 7.80A
2.50-5.00A 3.15-6.30A 3.90-7.80A
120W 151.2W 187.2W
+0.5% (@ 90-305Vac)
+ 1% (@ 90-305Vac, 0-95% load)
< 150mVpp

16ms typ. @ 115Vac & 230Vac & 277Vac (100% load)

90-305Vac
47-63Hz

1.50A max. @ 115Vac,
0.70A max. @ 230Vac,
0.65A max. @ 277Vac

91.5% typ. @ 115Vac,

1.80A max. @ 115Vac,
0.85A max. @ 230Vac,
0.B0A max. @ 277Vac

91.5% typ. @ 115Vac,

2.20A max. @ 115Vac,
1.00A max. @ 230Vac,
0.90A max. @ 277Vac

91.0% typ. @ 115Vac,

93.0% typ. @ 230Vac & 277Vac | 93.0%typ. @ 230Vac & 277Vac
65A typ. @ 230Vac
0.98 typ. @ 115Vac, 0.95 typ. @ 230Vac, 0.92 typ. @ 277Vac

93.5% typ. @ 230Vac & 277Vac

Leakaie Current < 0.75mA @ 305Vac

Case Cover / Chassis
Dimensions (L x W x D)
Unit Weight

Cooling System

Input Cable

Output Cable
Dimming Cable

MTBF

Operating Temperature
Storage Temperature
Power De-rating
Operating Humidity
Operating Altitude
Degree of Protection

Motes

220x 68 x38.8 mm (B.66" x2.68" x1.53")

0.98 kg (2.16 Ib)

> 700,000 hrs

Aluminium
22Bx6Bx3B.Bmm(B.98" x2.68" x1.53")
1.04 kg (2.29 Ib) 1.04 kg (2.29 Ib)
Convection
SJTW 18AWGX3C (Line: Brown, Neutral: Blue, PE: Green/Yellow)
SJTW 14AWGX2C (Positive: Red, Negative: Black)
SJTW 1BAWGX2C (Positive: White, Negative: Blue)
> 700,000 hrs = 700,000 hrs

0.98 kg (2.16 Ib)

> 700,000 hrs

-40°C to +70°C
-40°C to +85°C
= 60°C (4% / °C)
5to0 95% RH (Mon-Condensing)
Oto 3,000m (0 to 9,840 ft)
IP65 (LNE-24VO00OWADODO); IP67 (LNE-24vO00OWDOO)

1) For INE-24vO000WAOD package typa only.
2 MITBF as per Telcordia SR-332 (/P2 115%Vac, O/F: 100% load).
3 All parameters are specified at 25°C ambient temperature unless othenwisa indicatad.
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LNE LED Driver

24V Output (International AC Voltage)

LNE

HIGHLIGHTS & FEATURES

-~ B~

Universal AC input voltage range 90-264Vac
Up to 93.5% efficiency
6kV common mode & 4kV differential mode surge immunity
*  Active PFC. Meets IEC/EN 61000-3-2, Class C
Adjustable voltage & current; dimming option available
* |P65 or P67 assembly for indoor and outdoor applications

GENERAL SPECIFICATIONS A=, § O W WW SELV (€ @ &K+ [ w«
E_

Nominal Qutput Voltage
LED System Voltage Range in

CC Mode 12-24Vde 12-24Vde 12-24Vde 12-24Vde

Roa”:;"e‘ﬁ]v 08 St 22.0-27.0v 22.0-27.0V 22.0-27.0V 22.0-27.0V

Neominal Output Current 4.00A 5.00A 6.30A 7.80A

Roa”:;‘e’ﬁ]c”““md‘“me“' 2.00-4.00A 2.50-5.00A 3.15-6.30A 3.90-7.80A

Output Power 96W 120W 151.2W 187.2W

Line Regulation +(0.5% (@ 90-264Vac)

Load Regulation + 1% (@ 90-264Vac, 0-95% load)

PARD (20MHz) <150mVpp

Hold-up Time 16ms typ. @ 115Vac & 230Vac (100% load)

Input Voltage Range 90-264Vac

Input Frequency 47-63Hz

e . 1.30A max. @ 115Vac, 1.50A max. @ 115Vac, 1.80A max. @ 115Vac, 2.20A max. @ 115Vac,
ol 0.65A max. @ 230Vac 0.70A max. @ 230Vac 0.85A max. @ 230Vac 1.00A max. @ 230Vac

of 0, 0, 0f

Eficiaricy 3L 1GHP Lo 92.0% typ. @ 115Vac, 91.5% typ. @ 115Vac, 91.5% typ. @ 115Vac, 91.0% typ. @ 115Vac,

93.0% typ. @ 230Vac

93.0% typ. @ 230Vac

93.0% typ. @ 230Vac

93.5% typ. @ 230Vac

Max Inrush Current (Cold Start)

Power Factor

65A typ. @ 230Vac
0.98 typ. @ 115Vac, 0.95 typ. @ 230Vac 0.98 typ. @ 115Vac, 0.95 typ. @ 230Vac

Leakaie Current < 0.75mA @ 264Vac

Case Cover / Chassis Aluminium
Dimensions (L x W x D) 220x 68 x 38.8 mm (8.66" x2.68" x1.53") 228 x 68 x38.8mm (8.98" x 2.68" x1.53")
Unit Weight 0.98 kg (2.16 Ib) 0.98 kg (2.16 Ib) 1.04 kg (2.29 Ib) 1.04 kg (2.29 Ib)
Cooling System Convection
Input Cable VDE HO5RN-F3G1.0mm? (Line: Brown, Neutral: Blue, PE: Green,Yellow)
Output Cable VDE HO7RN-F2x1.5mm? (Positive: Red, Negative: Black)
Dimming Cable VDE HOS5RN-F2x1.0mm? (Positive: White, Negative: Blue)
MTBF 2 > 700,000 hrs = 700,000 hrs = 700,000 hrs > 700,000 hrs
Operating Temperature -40°C to +70°C
Storage Temperature -40°Cto +85°C
Power De-rating > 60°C (4% / °C)
Operating Humidity 5to0 95% RH (Mon-Condensing)
Operating Altitude Oto 3,000m (0 to 9,840 ft)
Degree of Protection IP65 (LNE-24VOOOWADD); IP67 (LNE-24VOOOWDOO)
Motes

1) For LINE-24v0O00OWAOO package fype only.
2 MTBF 2z per Teleordia SR-332 (1/P: 115Vac, OF F: 100% load).
3 All parameters are specified at 25°C ambient temparature unlass otherwise indicatad.
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LNE LED Driver

36V Qutput (North American AC Voltage)

LNE

HIGHLIGHTS & FEATURES

*  Universal AC input voltage range 90-305Vac

*  Upto93.5% efficiency

*  B6kV common mode & 4kV differential mode surge immunity
*  Active PFC. Meets IEC/EN 61000-3-2, Class C

*  Adjustable voltage & current; dimming option available

* |P65 or P67 assembly for indoor and outdoor applications

GENERAL SPECIFICATIONS SELV s
LNE-36VIOOWIAD LNE-36V120WIAD] LNE-36VI50WCIACI LNE-36VI85WIIAD
Nominal Qutput Voltage 36V 36V 36V 36V
b e ¥olingeRan e s 18-36Vde 18-36Vdc 18-36Vdc 18-36Vdc
CC Mode
Roa”:;"e‘ﬁ]v 08 St 33.0-40.0V 33.0-40.0V 33.0-40.0V 33.0-40.0V
Neominal Output Current 2.65A 3.40A 4.20A 5.20A
Roa”'p“'ﬁ]c”"e“t Zelismay 1.325-2.65A 1.70-3.40A 2.10-4.20A 2.60-5.20A
nge
Output Power 95.4W 122.4W 151.2W 187.2W
Line Regulation +(0.5% (@ 90-305Vac)
Load Regulation +0.5% (@ 90-305Vac, 0-95% load) + 1% (@ 90-305Vac, 0-95% load)
PARD (20MHz) < 200mVpp
Hold-up Time 16ms typ. @ 115Vac & 230Vac & 277Vac (100% load)
Input Voltage Range 90-305Vac
Input Frequency 47-63Hz

1.30A max. @ 115Vac,

1.50A max. @ 115Vac,

1.80A max. @ 115Vac,

2.20A max. @ 115Vac,

Input Current 0.65A max. @ 230Vac, 0.70A max. @ 230Vac, 0.85A max. @ 230Vac, 1.00A max. @ 230Vac,
0.60A max. @ 277Vac 0.65A max. @ 277Vac 0.B0A max. @ 277Vac 0.90A max. @ 277Vac
91.5% typ. @ 115Vac, o 91.0% typ. @ 115Vac, o

Efficiency at 100% Load 93.0% typ. @ 230Vac, 91.5%typ. @ 115Vac, 93.5% typ. @ 230Vac, 91.0%typ. @ 115Vac,

93.0% typ. @ 230Vac & 277Vac 93.5% typ. @ 230Vac & 277Vac

92.5%typ. @ 277Vac 93.0% typ. @ 277Vac
65A typ. @ 230Vac

0.98 typ. @ 115Vac, 0.95 typ. @ 230Vac, 0.93 typ. @ 277Vac 0.98 typ. @ 115Vac, 0.95 typ. @ 230Vac, 0.92 typ. @ 277Vac

Leakaie Current < 0.75mA @ 305Vac

Max Inrush Current (Cold Start)
Power Factor

Case Cover / Chassis Aluminium
Dimensions (L x W x D) 220x 68 x 38.8 mm (8.66" x2.68" x1.53") 228 x 68 x38.8 mm (8.98" x 2.68" x1.53")
Unit Weight 0.98 kg (2.16 Ib) 0.98 kg (2.16 Ib) 1.04 kg (2.29 Ib) 1.04 kg (2.29 Ib)
Cooling System Convection
Input Cable UL SJTW 1BAWGX3C (Line: Brown, Neutral: Blue, PE: Green/Yellow)
Output Cable uL SJTW 14AWGX2C (Positive: Red, Negative: Black)
Dimming Cable uL SJTW 1BAWGK2C (Positive: White, Negative: Blue)
MTBF # > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs
Operating Temperature -40°C to +70°C
Storage Temperature -40°Cto +85°C
Power De-rating > 60°C (4% / °C)
Operating Humidity 5to0 95% RH (Non-Condensing)
Operating Altitude Oto 3,000m (0 to 9,840 ft)
Degree of Protection IP65 (LNE-36VOOOWADD); IP67 (LNE-36VOOOWDOO)
Motes
1) For INE-36vO0O0OWAOD package type anby.
2 MITBF as per Telcordia SR-332 (/P2 115Vac, O/F: 100% load).
3 All parameters are specified at 25°C ambient temperature unless othenwisa indicatad.
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LNE LED Driver

36V QOutput (International AC Voltage)

-~ B~

GENERAL SPECIFICATIONS

m LNE-36V100WLICO LNE-36V120WCICEl LNE-36V150WLICC] LNE-36V185WLICO

Nominal Qutput Voltage
LED System Voltage Range in

CC Mode

Output Voltage Adjustment

Range"

Neominal Output Current
Output Current Adjustment

Range "

Output Power
Line Regulation
Load Regulation
PARD (20MHz)
Hold-up Time

Input Voltage Range
Input Frequency

Input Current

Efficiency at 100% Load

Max Inrush Current (Cold Start)

Power Factor

18-36Vdc

33.0-40.0V

2.65A

1.325-2.65A

95.4W

LNE

HIGHLIGHTS & FEATURES

H, © O W W WW SELV (€ @ & [

e
Praguct Safsty

18-36Vdc

33.0-40.0V
3.40A
1.70-3.40A

122.4W

Universal AC input voltage range 90-264Vac

Up to 93.5% efficiency

6kV common mode & 4kV differential mode surge immunity
Active PFC. Meets IEC/EN 61000-3-2, Class C

Adjustable voltage & current; dimming option available
IPE5 or IP67 assembly for indoor and outdoor applications

TWRT@

18-36Vdc 18-36Vdc
33.0-40.0V 33.0-40.0V
4.20A 5.20A
2.10-4.20A 2.60-5.20A
151.2wW 187.2W

+0.5% (@ 90-264Vac)

+0.5% (@ 90-264Vac, 0-95% load)

1.30A max. @ 115Vac,
0.65A max. @ 230Vac

91.5%typ. @ 115Vac,
93.0% typ. @ 230Vac

0.98 typ. @ 115Vac, 0.95typ. @

+1% (@ 90-264Vac, 0-95% load)
< 200mVpp

16ms typ. @ 115Vac & 230Vac (100% load)

1.50A max. @ 115Vac,
0.70A max. @ 230Vac

91.5% typ. @ 115Vac,
93.0% typ. @ 230Vac

230Vac

90-264Vac
47-63Hz

1.80A max. @ 115Vac,
0.85A max. @ 230Vac

91.0% typ. @ 115Vac,
93.5% typ. @ 230Vac

2.20A max. @ 115Vac,
1.00A max. @ 230Vac

91.0% typ. @ 115Vac,
93.5% typ. @ 230Vac

65A typ. @ 230Vac

0.98 typ. @ 115Vac, 0.95 typ. @ 230Vac

< 0.75mA @ 264Vac

Leakaie Current I

Case Cover / Chassis
Dimensions (L x W x D)
Unit Weight

Cooling System

Input Cable

Qutput Cable
Dimming Cable

MTBE 2

Operating Temperature

Storage Temperature
Power De-rating
Operating Humidity
Operating Altitude
Degree of Protection

VDE

VDE

220x 68 x 38.8 mm (8.66" x 2.68" x 1.53")

0.98 kg (2.16 Ib)

> 700,000 hrs

1 For LME-36Y EI:II:I\-;AED rJJr <age type anly.
2 (1/P:

2 MTBF as per Tl

condia 5R-3
3 All pararneters are specifiad at 2

AEE

£ ami

P 115Vac, OFP: 100% load).
bient temperatura unless othenwisa indicate:

0.98 kg (2.16 1b)

Aluminium
228x 68x 38.8mm (8.98" x 2.68" x1.53")
1.04 kg (2.29 Ib) 1.04 kg (2.291b)

Convection

HO5RM-F3G1.0mm? (Line: Brown, Meutral: Blue, PE: Green/Yellow)
HO7RN-F2x1.5mm?(Positive: Red, Negative: Black)
HOS5RN-F2x1.0mm?(Positive: White, Negative: Blue)

= 700,000 hrs

= 700,000 hrs > 700,000 hrs
-40°Cto +70°C
-40°Cto+85°C
> 60°C (4% / °C)

5to0 95% RH (Non-Condensing)
Oto 3,000m (0 to 9,840 ft)
IP65 (LNE-36VOOOWADD); IP67 (LNE-36VOOOWDOO)
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LNE LED Driver

48V Output (North American AC Voltage)

GENERAL SPECIFICATIONS

Nominal Qutput Voltage

LED System Voltage Range in

CC Mode

Output Voltage Adjustment

Range"

Neominal Output Current

Output Current Adjustment

Range "

Output Power
Line Regulation
Load Regulation
PARD (20MHz)
Hold-up Time

Input Voltage Range
Input Frequency

Input Current

Efficiency at 100% Load

Max Inrush Current (Cold Start)

Power Factor

LNE-48V100WDOADO
48V

24-48\dc

43.0-53.0v
2.00A
1.00-2.00A

96W

1.30A max. @ 115Vac,
0.65A max. @ 230Vac,
0.60A max. @ 277Vac

92.0% typ. @ 115Vac,

93.0% typ. @ 230Vac & 277Vac

0.98 typ. @ 115Vac, 0.95 typ. @ 230Vac, 0.93 typ. @ 277Vac

LNE

HIGHLIGHTS & FEATURES

*  Universal AC input voltage range 90-305Vac

*  Upto 94% efficiency

*  B6kV common mode & 4kV differential mode surge immunity
*  Active PFC. Meets IEC/EN 61000-3-2, Class C

*  Adjustable voltage & current; dimming option available

* |P65 or P67 assembly for indoor and outdoor applications

SELV Ml
LNE-48V120WDOALD LNE-48V150WOADO LNE-48V185WOALO
48V 48V 48V
24-48Vde 24-48Vde 24-48Vde
43.0-53.0V 43.0-53.0V 43.0-53.0V
2.50A 3.20A 3.90A
1.25-2.50A 1.60-3.20A 1.95-3.90A
120W 153.6W 187.2W
+0.5% (@ 90-305Vac)
+0.5% (@ 90-305Vac, 0-95% load)
< 200mVpp

16ms typ. @ 115Vac & 230Vac & 277Vac (100% load)

90-305Vac
47-63Hz

1.50A max. @ 115Vac,
0.70A max. @ 230Vac,
0.65A max. @ 277Vac

92.0% typ. @ 115Vac,

1.80A max. @ 115Vac,
0.85A max. @ 230Vac,
0.B0A max. @ 277Vac

91.5% typ. @ 115Vac,

2.20A max. @ 115Vac,
1.00A max. @ 230Vac,
0.90A max. @ 277Vac

91.5% typ. @ 115Vac,

93.5% typ. @ 230Vac & 277Vac | 94.0% typ. @ 230Vac & 277Vac
65A typ. @ 230Vac
0.98 typ. @ 115Vac, 0.95 typ. @ 230Vac, 0.92 typ. @ 277Vac

94.0% typ. @ 230Vac & 277Vac

Leakaie Current < 0.75mA @ 305Vac

Case Cover / Chassis
Dimensions (L x W x D)
Unit Weight

Cooling System

Input Cable

Output Cable
Dimming Cable

MTBF

Operating Temperature
Storage Temperature
Power De-rating
Operating Humidity
Operating Altitude
Degree of Protection

Motes

220x 68 x38.8 mm (B.66" x2.68" x1.53")

0.98 kg (2.16 Ib)

> 700,000 hrs

1) For INE-48vOOOWAOD package type onby.

2 MITBF as per Telcondia SR-332 (1/P: 1
3 All pararneters are specifiad at 21
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AWac, OFF 100% load).
55C ambient temperature unless othenwise

Aluminium
22Bx6Bx3B.Bmm(B.98" x2.68" x1.53")
1.04 kg (2.29 Ib) 1.04 kg (2.29 Ib)
Convection
SJTW 18AWGX3C (Line: Brown, Neutral: Blue, PE: Green/Yellow)
SJTW 14AWGX2C (Positive: Red, Negative: Black)
SJTW 1BAWGX2C (Positive: White, Negative: Blue)
> 700,000 hrs = 700,000 hrs

0.98 kg (2.16 Ib)

> 700,000 hrs

-40°C to +70°C
-40°C to +85°C
= 60°C (4% / °C)
5to0 95% RH (Mon-Condensing)
Oto 3,000m (0 to 9,840 ft)
IP6S (LNE-48VOOOWADODO); IP67 (LNE-48VOOOWDOO)

indicated.



LNE LED Driver

48V Output (International AC Voltage)

LNE

HIGHLIGHTS & FEATURES

2 m *  Universal AC input voltage range 90-264Vac
Banioz | *  Upto94% efficiency
- 48" h *  B6kV common mode & 4kV differential mode surge immunity
g % i *  Active PFC. Meets IEC/EN 61000-3-2, Class C
d *  Adjustable voltage & current; dimming option available

‘_f:.\ .

%A * |P65 or P67 assembly for indoor and outdoor applications

GENERAL SPECIFICATIONS Az, 8 O VW W\ SELV (€ @ &+ [ =

LNE-48VI00WCICOI LNE-48V120WCiCO LNE-48V150WCic LNE-48V185WLICO]
Nominal Qutput Voltage 48Y 48v 48V 48V
b e ¥olingeRan e s 24-48Vdc 24-48Vde 24-48Vde 24-48Vdc
CC Mode
Roa”:;"e‘ﬁ]v 08 St 43.0-53.0V 43.0-53.0V 43.0-53.0V 43.0-53.0V
Neominal Output Current 2.00A 2.50A 3.20A 3.90A
Roa”:;‘e’ﬁ]c”““t Zelismay 1.00-2.00A 1.25-2.50A 1.60-3.20A 1.95-3.90A
Output Power 96W 120W 153.6W 187.2W
Line Regulation +(0.5% (@ 90-264Vac)
Load Regulation +(.5% (@ 90-264Vac, 0-95% load)

PARD (20MHz) < 200mVpp

Hold-up Time 16ms typ. @ 115Vac & 230Vac (100% load)

Input Voltage Range 90-264Vac

Input Frequency 47-63Hz

e . 1.30A max. @ 115Vac, 1.50A max. @ 115Vac, 1.80A max. @ 115Vac, 2.20A max. @ 115Vac,

ol 0.65A max. @ 230Vac 0.70A max. @ 230Vac 0.85A max. @ 230Vac 1.00A max. @ 230Vac
% % 3 % typ.

Eficiaricy 3L 1GHP Lo 92.0% typ. @ 115Vac, 92.0% typ. @ 115Vac, 91.5% typ. @ 115Vac, 91.5% typ. @ 115Vac,

Max Inrush Current (Cold Start)

Power Factor

93.0% typ. @ 230Vac

93.5% typ. @ 230Vac

0.98 typ. @ 115Vac, 0.95 typ. @ 230Vac

94.0% typ. @ 230Vac

65A typ. @ 230Vac

94.0% typ. @ 230Vac

0.98 typ. @ 115Vac, 0.95 typ. @ 230Vac

Leakaie Current < 0.75mA @ 264Vac

Case Cover / Chassis Aluminium

Dimensions (L x W x D) 220x 68 x 38.8 mm (8.66" x2.68" x1.53") 228 x 68 x38.8mm (8.98" x 2.68" x1.53")
Unit Weight 0.98 kg (2.16 Ib) 0.98 kg (2.16 Ib) 1.04 kg (2.29 Ib) 1.04 kg (2.29 Ib)
Cooling System Convection

Input Cable VDE HO5RN-F3G1.0mm? (Line: Brown, Neutral: Blue, PE: Green,Yellow)

Output Cable VDE HO7RN-F2x1.5mm?(Positive: Red, Negative: Black)

Dimming Cable VDE HOS5RN-F2x1.0mm?(Positive: White, Negative: Blue)

MTBF 2 > 700,000 hrs = 700,000 hrs = 700,000 hrs > 700,000 hrs
Operating Temperature -40°C to +70°C

Storage Temperature -40°Cto +85°C

Power De-rating = 60°C (4% / °C)

Operating Humidity 5to0 95% RH (Mon-Condensing)
Operating Altitude Oto 3,000m (0 to 9,840 ft)
Degree of Protection IP65 (LNE-48VOOOWADD); IP67 (LNE-48VOOOWDDOO)

Motes

1) For INE-48vOOOWAOD package type onby.

2 MTBF 2z per Teleordia SR-332 (1/P: 115Vac, OF F: 100% load).

3 All parameters are specified at 25°C ambient temparature unlass otherwise indicatad.
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LNE LED Driver

54V QOutput (North American AC Voltage)

LNE

a® %‘— HIGHLIGHTS & FEATURES
e i m *  Universal AC input voltage range 90-305Vac
L *  Upto94% efficiency
- : M ; *  B6kV common mode & 4kV differential mode surge immunity
- % *  Active PFC. Meets IEC/EN 61000-3-2, Class C

o *  Adjustable voltage & current; dimming option available

*&“\q * |P65 or P67 assembly for indoor and outdoor applications
GENERAL SPECIFICATIONS SELV s
[ourPur  [iNEsavisowoAD _______________[INEsavieswoaD |
Nominal Qutput Voltage 54y S4y
'&E&iﬁ:“’ Vaiage Rangan 24-54Vdc 24.54Vdc
Roa”:;"e‘ﬁ]v 08 St 49.0-58.0V 49.0-58.0V
Mominal Output Current 2.80A 3.45A
Roa”:;‘e’ﬁ]c”““mdj“me“' 1.40-2.80A 1.725-3.45A
Output Power 151.2wW 186.3W
Line Regulation +(0.5% (@ 90-305Vac)
Load Regulation +0.5% (@ 90-305Vac, 0-95% load)
PARD (20MHz) < 200mVpp
Hold-up Time 16ms typ. @ 115Vac & 230Vac & 277Vac (100% load)
(weor |
Input Voltage Range 90-305Vac
Input Frequency 47-63Hz
1.80A max. @ 115Vac, 2.20A max. @ 115Vac,
Input Current 0.85A max. @ 230Vac, 1.00A max. @ 230Vac,
0.80A max. @ 277Vac 0.90A max. @ 277Vac
o, o
Sl glﬁf);;ttﬁ. 32353325 &277Vac glﬁf);i?yi. 32§§3§; & 277Vac
Max Inrush Current (Cold Start) 65A typ. @ 230Vac
Power Factor 0.98 typ. @ 115Vac, 0.95 typ. @ 230Vac, 0.92 typ. @ 277Vac
Leakaie Current < 0.75mA @ 305Vac
Case Cover / Chassis Aluminium
Dimensions (L x W x D) 228x68 x38.8mm(B.98"x2.68" x1.53")
Unit Weight 1.04 kg (2.29 Ib) 1.04 kg (2.29 Ib)
Cooling System Convection
Input Cable UL SJTW 18AWGX3C (Line: Brown, Neutral: Blue, PE: Green/Yellow)
Output Cable UL SJTW 14AWGX2C (Positive: Red, Negative: Black)
Dimming Cable uL SJTW 1BAWGX2C (Positive: White, Megative: Blue)
MTBF > 700,000 hrs > 700,000 hrs
| evvcoNsmenr .|
Operating Temperature -40°C to +70°C
Storage Temperature -40°Cto +85°C
Power De-rating = 60°C (4% / °C)
Operating Humidity 5to0 95% RH (Mon-Condensing)
Operating Altitude Oto 3,000m (0 to 9,840 ft)
Degree of Protection IP65 (LNE-54VOOOWADOD); IP67 (LNE-54VO00OWDDOO)

Motes

1) For INE-54vO00OWAOD package type onby.

2 MTBF 2z per Teleordia SR-332 (1/P: 115Vac, OF F: 100% load).

3 All parameters are specified at 25°C ambient temparature unlass otherwise indicatad.
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LNE LED Driver

54V Output (International AC Voltage)

LNE

..%’ HIGHLIGHTS & FEATURES
BT i %‘:’ *  Universal AC input voltage range 90-264Vac
Eoen S *  Upto 94% efficiency

Lad *  B6kV common mode & 4kV differential mode surge immunity
*  Active PFC. Meets IEC/EN 61000-3-2, Class C
*  Adjustable voltage & current; dimming option available
* |P65 or P67 assembly for indoor and outdoor applications

GENERAL SPECIFICATIONS A== 8 O WV W\ SELV (€ @ &K+ [ wwd

LNE-54V150W0OCO LNE-54Vi185wOCO

Nominal Qutput Voltage 54y S4y

LED System Voltage Range in

CC Mode 24-54Vdc 24-54Vdc

Roa”‘p“ﬁ]"' altagaisyustmam 49.0-58.0V 49.0-58.0V

nge
Neominal Output Current 2.80A 3.45A
Roa”'p“'ﬁ]c”’m“md‘“me“' 1.40-2.80A 1.725-3.45A
nge

Output Power 151.2wW 186.3W

Line Regulation +(0.5% (@ 90-264Vac)

Load Regulation +(.5% (@ 90-264Vac, 0-95% load)

PARD (20MHz) < 200mVpp

Hold-up Time 16ms typ. @ 115Vac & 230Vac (100% load)

Input Voltage Range 90-264Vac

Input Frequency 47-63Hz

| o . 1.80A max. @ 115Vac, 2.20A max. @ 115Vac,

Aot 0.85A max. @ 230Vac 1.00A max. @ 230Vac

: 91.5% typ. @ 115Vac, 91.5% typ. @ 115Vac,

Sl 94.0% typ. @ 230Vac 94.0% typ. @ 230Vac

Max Inrush Current (Cold Start) 65A typ. @ 230Vac

Power Factor 0.98 typ. @ 115Vac, 0.95 typ. @ 230Vac

Leakaie Current < 0.75mA @ 264Vac

Case Cover / Chassis Aluminium

Dimensions (L x W x D) 228x68 x38.8mm(B.98"x2.68" x1.53")

Unit Weight 1.04 kg (2.29 Ib) 1.04 kg (2.29 Ib)

Cooling System Convection

Input Cable VDE HO5RN-F3G1.0mm? (Line: Brown, Neutral: Blue, PE: Green,Yellow)

Output Cable VDE HO7RN-F2x1.5mm?(Positive: Red, Negative: Black)

Dimming Cable VDE HOS5RN-F2x1.0mm?(Positive: White, Negative: Blue)

MTEBF 2 > 700,000 hrs > 700,000 hrs

Operating Temperature -40°C to +70°C

Storage Temperature -40°Cto +85°C

Power De-rating > 60°C (4% / °C)

Operating Humidity 5to0 95% RH (Mon-Condensing)

Operating Altitude Oto 3,000m (0 to 9,840 ft)

Degree of Protection IP65 (LNE-54VOOOWADD); IP67 (LNE-54VO00WDDOO)

Motes

1) For INE-54vO00OWAOD package type onby.

2 MTEF as per Telcordia Sl 2SR 1 5Vae, OFF: 100% load).

3 All parameters are specified at 25°C ambient temparature unlass otherwise indicatad.
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EUCO LED Driver

65-T00W Output Power (Constant Current)

EUCO

HIGHLIGHTS & FEATURES

*  Constant Current

* Input voltage 220-240Vac

* High efficiency for energy saving

*  High surge protection: up to 6kV

*  Short circuit, Over voltage & Over temperature protection
* |P67 assembly for indoor and cutdoor applications

*  Extreme low temperature performance (-40°C)

* long lifetime =50 000 hours

*  5years warranty

GENERAL SPECIFICATIONS g O V VW SELV (€
[ourrur | EUCO-065035FA | EUCO-065050FA | EUCO-06S070FA | EUCO-065105FA |
Nominal Qutput Current 350mA S500mA 700mA 1050mA
Neominal Output Voltage 93-186V (Max. no load: 223V) 65-130V (Max. no load: 156V) 46-93V (Max. no load: 111V) 30-62V (Max. no load: 75V)
OutEut Power 65.1W B5W 65.1W 65.1W
Input Voltage Range 220-240Vac
Input Frequency 50/60Hz
Power Factor 0.95
| mecoamgpCrr ...
Case Cover / Chassis Aluminium
Dimensions (L x W x D) 187 x 60 x 34 mm (7.36" x 2.36" x1.34")
Unit Weight 1.04 kg (2.29 |b)
Cooling System Convection
Input Cable uL Line: Brown, Meutral: Blue, PE: Green/Yellow
Output Cable UL Positive: Red, Negative: Black
MTBF " > 500,000 hrs
| enveONMENT |
Operating Temperature -40°Cto +55°C
Storage Temperature -A0°Cte +70°C
Operating Humidity 5t095% RH (Non-Condensing)
Degree of Protection P67

[ourPur | EUCO-100035FA | EUCOI00050FA | EUCO-100070FA | EUCO-100105FA |

Nominal Output Current 350mA 500mA 700mA 1050mA
Nominal Qutput Voltage 143-286Y (Max. no load: 343V) 100-200V (Max. no load: 240V) 71-143V (Max. no load: 171V) 47-96Y [Max. no load: 116V)
Outiut Power 100.0W 100W 100.1W 100.8W
Input Voltage Range 220-240Vac
Input Frequency 50/60Hz
Power Factor 0.95
| wecha@CAL__________________________________________________|
Case Cover / Chassis Aluminium
Dimensions (L x W x D) 250 % 60x 34 mm (9.84" x 2.36" x1.34")
Unit Weight 1.04 kg (2.29 Ib)
Cooling System Convection
Input Cable uL Line: Brown, Neutral: Blue, PE: Green/Yellow
Output Cable uL Positive: Red, Negative: Black
MTBF" > 500,000 hrs
| enviRONMENT |
Operating Temperature -40°Cto +55°C
Storage Temperature -40°C to +70°C
Operating Humidity 5 to 95% RH (Non-Condensing)
Degree of Protection IP67
MNotes
] MTBF as per Teleordia SR-332 (1/P: 115Vac, OF F: 100%

2 All parameters are specified at 25°C ambient temparature unlass otherwise indicatad.
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EUCO LED Driver

150W Output Power (Constant Current)

EUCO

HIGHLIGHTS & FEATURES

*  Constant Current
* Input voltage 220-240Vac
* High efficiency for energy saving
*  High surge protection: up to 6kV
| e (v ! *  Short circuit, Over voltage & Over temperature protection
* |P67 assembly for indoor and cutdoor applications
*  Extreme low temperature performance (-40°C)
* long lifetime =50 000 hours
*  5yearswarranty

GENERAL SPECIFICATIONS g O W\ SELV (€
[ourrur | EUCO150035FA | EUCO-150050FA | EUCO-IS0070FA | EUCO-IS0105FA |
Nominal Qutput Current 350mA 500mA 700mA 1050mA
Nominal Output Veltage 214-429V (Max. no load: 500V) 150-300V (Max. no load: 350V) 107-214Y (Max. no load: 250V) 71-143V (Max. no load: 172V)
OutEut Power 150.1W 150W 149.8W 150.1W
Input Voltage Range 220-240Vac
Input Frequency 50/60Hz
Power Factor 0.95
| mechamgpCr ...
Case Cover / Chassis Aluminium
Dimensions (L x W x D) 250x 60x 34 mm (9.84" x 2.36" x1.34")
Unit Weight 1.04 kg (2.29 Ib)
Cooling System Convection
Input Cable uL Line: Brown, Neutral: Blue, PE: Green/Yellow
Output Cable UL Positive: Red, Negative: Black
MTBF " > 500,000 hrs
Operating Temperature -40°Cto +55°C
Storage Temperature -40°Cto +70°C
Operating Humidity 5 to 95% RH (Non-Condensing)
Degree of Protection IPE7

MNotes
1] MITBF as per Telcordia SR-332 (/P2 115Vac, O/F: 100% load).
2 All parameters are specified at 25°C ambient temparature unlass otherwise indicatad.
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USCO LED Driver

150W Output Power (Constant Current)

USCO

HIGHLIGHTS & FEATURES

* Universal AC input voltage range

*  Constant Current

* High efficiency for energy saving

*  High surge protection: up to 6kV

*  Short circuit, Over voltage & Over temperature protection
* |P67 assembly for indoor and cutdoor applications

*  Extreme low temperature performance (-40°C)

* long lifetime =50 000 hours

*  5years warranty

GENERAL SPECIFICATIONS g 0 V € M
USCO-150070DA USCO-150105DA
Nominal Qutput Current 700mA 1050mA
Nominal Output Voltage 128-214V (Max. no load: 250V) B6-143V (Max. no load: 172V)
OutEut Power 149.8W 150.1W
Input Yoltage Range 120-277Vac 110-277Vac (99-305Vac)
Input Frequency 50/60Hz
Power Factor 0.95
| mecoamgpCrr ...
Case Cover / Chassis Aluminium
Dimensions (L x W x D) 248 x 68 %37 mm (9.76" x 2.67" x1.45")
Unit Weight 1.04 kg (2.29 |b)
Cooling System Convection
Input Cable uL HO5RN-F (Line: Brown, Neutral: Blue, PE: Green/ Yellow)
Output Cable uL HOS5RN-F (Positive: Brown, Negative: Blue), DIMMING - HO5RN-F (Positive: Violet, Negative: Gray)
MTBF " > 500,000 hrs
| enveONMENT |
Operating Temperature -40°Cto +55°C
Storage Temperature -A0°Cte +70°C
Operating Humidity 5t095% RH (Non-Condensing)
Degree of Protection P67

[ourPu | Usco1500701A USCO-150105LA

Nominal Output Current 700mA 1050mA 600-1400mA (Step TmA)
Nominal Qutput Voltage 128-214V (Max. no load: 250V) 86-143V (Max. no load: 172V) 72-214Y (Max. no load: 250V), +12V / 50mA
Outiut Power 149.8W 150.1W 150W
Input Voltage Range 120-277Vac 110-277Vac (99-305Vac)
Input Frequency 50/60Hz
Power Factor 0.95
| mecHANSCAL |
Case Cover / Chassis Aluminium
Dimensions (L x W x D) 248 x 68x 37 mm (9.76" x 2.67" x 1.45")
Unit Weight 1.04 kg (2.29 Ib)
Cooling System Convection
Input Cable uL HOS5RN-F (Line: Brown, Neutral: Blue, PE: Green/Yellow)
Output Cable uL HOS5RN-F (Positive: Brown, Negative: Blue), DAL / DIMMING - HO5RN-F (Positive: Violet, Negative: Gray / +12V: Black/White)
MTBE " > 500,000 hrs
| enveONMENT |
Operating Temperature -40°Cto +55°C
Storage Temperature -40°C to +70°C
Operating Humidity 5 to 95% RH (Non-Condensing)
Degree of Protection IP67
MNotes
1] MTBF as per Teleordia SR-332 (1/P: 115Vac, OF F: 100%

2 All parameters are specified at 25°C ambient temparature unlass otherwise indicatad.
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USCO LED Driver

200W Output Power (Constant Current)

USCO

HIGHLIGHTS & FEATURES

* Universal AC input voltage range

*  Constant Current

* High efficiency for energy saving

*  High surge protection: up to 6kV

*  Short circuit, Over voltage & Over temperature protection
* |P67 assembly for indoor and cutdoor applications

*  Extreme low temperature performance (-40°C)

* long lifetime =50 000 hours

*  5yearswarranty

GENERAL SPECIFICATIONS g O (R \ ™
[ourrur | Us00-200070DA USCO-200105DA
Nominal Qutput Current 700mA 1050mA
Meominal Qutput Voltage 170-258Y, +12V / 50mA 1M4-120V, +12V / 50mA
OutEut Power 199.5W 199.5W
Input Voltage Range 120-277Vac (108-305Vac)
Input Frequency 50/60Hz
Power Factor 0.95
Case Cover / Chassis Aluminium
Dimensions (L x W x D) 240 x 100 x 38 mm (9.45" x 3.94" x 1.49")
Unit Weight 1.04 kg (2.29 Ib)
Cooling System Convection
Input Cable UL HOS5RN-F (Line: Brown, Neutral: Blue, PE: Green,/Yellow)
Output Cable uL HOS5RN-F (Positive: Brown, Negative: Blue), DIMMING - HO5RN-F (Positive: Violet, Negative: Gray)
MTBF " > 500,000 hrs
Operating Temperature -40°Cto +55°C
Storage Temperature -40°Cto +70°C
Operating Humidity 5 to 95% RH (Non-Condensing)
Degree of Protection IPE7
MNotes
1] MITBF as per Telcordia SR-332 1/

2 All parameters are specified at 25°C ambient temperature unless othenwisa indicatad.
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EUCI LED Driver

20W Qutput Power (Constant Current)

EUCI

HIGHLIGHTS & FEATURES

*  Constant Current

* High efficiency for energy saving

* Compactsize

*  Short circuit, Over voltage & Over temperature protection
*  TRIAC / 1~10V dimming interface available

* long lifetime =50 000 hours

* 5 years warranty

GENERAL SPECIFICATIONS g © SELV (€
[outrur | Euci020030FA EUCI-020035FA EUCI-020040FA

Nominal Qutput Current 300mA 350mA 400mA

Neominal Output Voltage 34-45V 34-45V 34-45V

OutEut Power 13.5W 15.75W 18W

Input Voltage Range 220-240Vac (198-264Vac)

Input Frequency 50/60Hz

Power Factor 0.9

Case Cover / Chassis Plastic

Dimensions (L x W x D) MN5x45x29 mm (4.52" x1.77" x1.14")

Unit Weight 1.04 kg (2.29 |b)

Cooling System Convection

Input Cable UL

Output Cable UL -

MTEE " 50,000 hrs

Operating Temperature 0°Cto +50°C

Storage Temperature -10°Cto +70°C

Operating Humidity 5to 95% RH (Mon-Condensing)

Degree of Protection IP20

[outrur | Euc-020050FA EUCI-020060FA EUCI-020070FA
Nominal Output Current 500mA. 600mA 700mA
Nominal Output Voltage 34-40V 23-33.3V 21-28.6V
OutEut Power 20W 20W 20W
Input Voltage Range 220-240Vac (198-264Vac)
Input Frequency 50/60Hz
Power Factor 0.9
 vecsagcr, .|
Case Cover / Chassis Plastic
Dimensions (L x W x D) MN5x45x29 mm (4.52" x1.77" x1.14")
Unit Weight 1.04 kg (2.29 |b)
Cooling System Convection
Input Cable UL
Output Cable UL
MTBF " 50,000 hrs
I
Operating Temperature 0°Cto +50°C
Storage Temperature -10°Cto +70°C
Operating Humidity 5 to 95% RH (Mon-Condensing)
Degree of Protection IP20
MNotes
] MTBF as per Telcordia SR-332 (/P2 115Vac, O/F: 100%

2 All parameters are specified at 25°C ambient temparature unlass otherwise indicatad.
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EUCI LED Driver

35W QOutput Power (Constant Current)

EUCI

HIGHLIGHTS & FEATURES

*  Constant Current

* High efficiency for energy saving

* Compactsize

*  Short circuit, Over voltage & Over temperature protection
*  TRIAC / 1~10V dimming interface available

* long lifetime =50 000 hours

* 5 years warranty

GENERAL SPECIFICATIONS g © SELV (€
[outrur | Euclo35050FA EUCI-035060FA EUC-035070FA

Nominal Qutput Current 500mA 600mA 700mA

Neominal Output Voltage 24-43V 24-43V 24-43V

OutEut Power 21.5W 25.8W 30.]W

Input Voltage Range 220-240Vac (198-264Vac)

Input Frequency 50/60Hz

Power Factor 0.9

Case Cover / Chassis Plastic

Dimensions (L x W x D) MN5x45x29 mm (4.52" x1.77" x1.14")

Unit Weight 1.04 kg (2.29 |b)

Cooling System Convection

Input Cable UL

Output Cable UL -

MTEE " 50,000 hrs

Operating Temperature 0°Cto +50°C

Storage Temperature -10°Cto +70°C

Operating Humidity 5to 95% RH (Mon-Condensing)

Degree of Protection IP20

[outrur | Euc-035080FA EUCI-035090FA EUCI-035105FA
Nominal Output Current BOOmA 900mA 1050mA
Neminal Qutput Voltage 24-43V 24-39V 24-33.5V
OiEmPower 34.4W 35.1W 3517W
Input Voltage Range 220-240Vac (198-264Vac)

Input Frequency 50/60Hz

Power Factor 0.9

MECHANICAL

Case Cover / Chassis Plastic

Dimensions (L x W x D} MN5x45x29 mm (4.52" x1.77" x1.14")
Unit Weight 1.04 kg (2.29 Ib)

Cooling System Convection

Input Cable UL

Output Cable UL

MTBF " 50,000 hrs

I
Operating Temperature 0°Cto +50°C
Storage Temperature -10°Cto +70°C
Operating Humidity 5 to 95% RH (Mon-Condensing)

Degree of Protection IP20

MNotes
1] MTEF as per Telcordia SR-332
2 All pararnatars are spec

2 (1/P: 118Vac, O/ 100% laad).
d at 25%C ambient temperature unlass otherwise indicatad.
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EUCI LED Driver

2X20W QOutput Power (Constant Current)

EUCI

HIGHLIGHTS & FEATURES

*  Constant Current

* High efficiency for energy saving

* Compactsize

*  Short circuit, Over voltage & Over temperature protection
*  TRIAC / 1~10V dimming interface available

* long lifetime =50 000 hours

* 5 years warranty

GENERAL SPECIFICATIONS CE
jourur  [Euclodoo3stA _ElCOsso3sRA |
Nominal Qutput Current 2%350mA 2%350mA
Nominal Output Voltage 17-57V (Max. no load: 60V) 40-55V
OutEut Power 2x20W 2x19.2W
Input Voltage Range 220-240Vac 100-277Vac
Input Frequency 50/60Hz
Power Factor 0.95 0.9
| mecoamg@Crr ...
Case Cover / Chassis Aluminium
Dimensions (L x W x D) 359x30x 21 mm(14.13" x 1.18" x 0.82") 280x30x25.4mm(11.02" x1.18" x 1)
Unit Weight 1.04 kg (2.29 |b) 1.04 kg (2.29 |b)
Cooling System Convection
Input Cable uL WAGO: 250-204
Output Cable uL WAGO: 250
MTEE " 50,000 hrs
| eNveONMENT |
Operating Temperature -25°Cto +50°C
Storage Temperature -25°Cto +70°C
Operating Humidity 5to 95% RH (Mon-Condensing)
Degree of Protection IP20

MNotes
1] MITBF as per Telcordia SR-332 (/P2 115Vac, O/F: 100% load).
2 All parameters are specified at 25°C ambient temparature unlass otherwise indicatad.
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GPV LED Driver

12-18W Output Power (International AC Voltage)

GPV

HIGHLIGHTS & FEATURES

* Constant Voltage

*  Short circuit, Over current, Over voltage & Over temperature
protection

Cooling by free air convection

¢ 100% full load burn-in test
e |solation class Il
¢ (Class 2 power unit
¢ Fully encapsulated with IP67 level
GENERAL SPECIFICATIONS Axim, © YV VW WV SELV (€
(ourur  |ePvz2 GPV-12-24
Nominal Qutput Current 1A 0.5A
Neominal Output Voltage 12V 24V
OutEut Power 12W 12W
Input Voltage Range 90-264Vac

Input Frequency 50/60Hz
Power Factor g

Case Cover / Chassis Plastic

Dimensions (L x W x D) 129.5x 25 % 20 mm (5.09" x 0.98" x0.78")
Unit Weight 0.13 kg (0.28 Ib)
Cooling System Convection

Input Cable uL UL 1015 18AWG (Line: Brown, Neutral: Blue)

Output Cable uL UL 1015 18AWG (Positive: Red, Negative: Black)

MTBF " 150,000 hrs
Operating Temperature -30°Cto +70°C

Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 90% RH (Non-Condensing)
Degree of Protection P67

jouPur ___________Jevage2 __Gwm24 |
Nominal Output Current 1.5A 0.75A
Nominal Qutput Voltage 12v 24V
OiEut Power 18W 18W
Input Voltage Range 180-264Vac
Input Frequency 50/60Hz
Power Factor -
 weca@9CAL |
Case Cover / Chassis Plastic
Dimensions (L x W x D) 129.5x 25 x 21 mm (5.09" x0.98" x 0.82")
Unit Weight 0.15kg (0.33 Ib)
Cooling System Convection
Input Cable UL UL 1015 18AWG (Line: Brown, Neutral: Blue)
Output Cable UL UL 1015 18AWG (Positive: Red, Negative: Black)
MTBF " 150,000 hrs
I
Operating Temperature -30°Cto +70°C
Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 90% RH (Non-Condensing)
Degree of Protection P67

MNotes
1] MTEF as per
2 Al pararnate

32(/P: 115Vae, O/ F: 100% load).
cified at 25°C ambient temperature unless otherwise indicated.
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GPV LED Driver

15-24W QOutput Power (International AC Voltage)

GPV

HIGHLIGHTS & FEATURES

* Constant Voltage

*  Universal AC input / Full range

*  Short circuit, Over current, Over voltage & Over temperature
protection

Cooling by free air convection

e 100% full load burn-in test
e |solation class Il
¢ (Class 2 power unit
¢ Fully encapsulated with IP67 level
GENERAL SPECIFICATIONS Az, @V W WW SELV (€
[ourrur | GPv-205 GPV-20-12
Nominal Qutput Current 3A 2A
Neminal Output Voltage 5v 12V
OutEut Power 15W 24W
Input Voltage Range 90-264Vac

Input Frequency 50/60Hz
Power Factor -

Case Cover / Chassis Plastic

Dimensions (L x W x D) 140x 32 x 25 mm (5.51" x 1.25" x 0.98")
Unit Weight 0.2 kg (0.44 b}
Cooling System Convection

Input Cable uL UL 1015 18AWG (Line: Brown, Neutral: Blue)

Output Cable uL UL 1015 18AWG (Positive: Red, Negative: Black)

MTBF " 150,000 hrs
Operating Temperature -30°Cto +70°C

Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 90% RH (Nen-Condensing)
Degree of Protection P67

[ourrur | GPv-2015 GPV-20-24 GPV-20-36
Nominal Output Current 1.33A 1A 0.66A
Nominal Qutput Voltage 15V 24V 36V
OiEut Power 24W 24W 24W
Input Voltage Range 90-264Vac
Input Frequency 50/60Hz
Power Factor -
 wecA@CAL |
Case Cover / Chassis Plastic
Dimensions (L x W x D) 140x 32 x 25 mm (5.51" x 1.25" x 0.98")
Unit Weight 0.2 kg (0.44 1b)
Cooling System Convection
Input Cable UL UL 1015 18AWG (Line: Brown, Neutral: Blue)
Output Cable UL UL 1015 18AWG (Positive: Red, Negative: Black)
MTBF " 150,000 hrs
I
Operating Temperature -30°Cto +70°C
Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 90% RH (Non-Condensing)
Degree of Protection P67

MNotes
1] MITBF as per Telcordia SR-332 (1I/P: 115Vac, O/F: 1003
2 All parameters are specified at 25°C ambient temparature unlass otherwise indicatad.
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GPV LED Driver

25-36W QOutput Power (International AC Voltage)

GPV

HIGHLIGHTS & FEATURES

* Constant Voltage

*  Universal AC input / Full range

*  Short circuit, Over current & Over voltage protection
Cooling by free air convection

¢ 100% full load burn-in test
e |solation class Il
¢ (Class 2 power unit
¢ Fully encapsulated with IP67 level
GENERAL SPECIFICATIONS Az, @V W WW SELV (€
fourPer  lePvass __Gwasl2 |
Nominal Qutput Current 5A 3A
Neminal Output Voltage 5v 12V
OutEut Power 25W 36W
Input Voltage Range 90-264Vac

Input Frequency 50/60Hz
Power Factor &

Case Cover / Chassis Plastic

Dimensions (L x W x D) 148 x32x28mm (5.82" x1.25" x 1.1")
Unit Weight 0.2 kg (0.44 b}
Cooling System Convection

Input Cable uL UL 1015 18AWG (Line: Brown, Neutral: Blue)

Output Cable uL UL 1015 18AWG (Positive: Red, Negative: Black)

MTBF " 150,000 hrs
Operating Temperature -30°Cto +70°C

Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 90% RH (Nen-Condensing)
Degree of Protection P67

fourrur | GPvasas GPV-35-24 GPV-35-36
Nominal Output Current 2.4A 1.5A 1A
Nominal Qutput Voltage 15V 24V 36V
Oﬁut Power 36W 36W 36W
Input Voltage Range 90-264Vac
Input Frequency 50/60Hz
Power Factor -
 weca@CAL |
Case Cover / Chassis Plastic
Dimensions (L x W x D) 148 %32 x 28 mm (5.82" x1.25" x 1.17)
Unit Weight 0.2 kg (0.44 1b)
Cooling System Convection
Input Cable UL UL 1015 18AWG (Line: Brown, Neutral: Blue)
Output Cable UL UL 1015 18AWG (Positive: Red, Negative: Black)
MTBF " 150,000 hrs
T
Operating Temperature -30°Cto +70°C
Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 90% RH (Non-Condensing)
Degree of Protection P67
Motes
1] MTEF as per
2 Al pararnate
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GPV LED Driver

40-60W Output Power (International AC Voltage)

GPV

HIGHLIGHTS & FEATURES

* Constant Voltage

*  Universal AC input / Full range

*  Short circuit, Over current, Over voltage & Over temperature
protection

Cooling by free air convection

¢ 100% full load burn-in test
e |solation class Il
¢ (Class 2 power unit
¢ Fully encapsulated with IP67 level
GENERAL SPECIFICATIONS A, § VUV WV WW SELV (€
[ourur | GPvs02 GPV-50-24
Nominal Qutput Current ap 2A
Neminal Output Voltage 12V 24V
OutEut Power A8W 48W
Input Voltage Range 90-264Vac

Input Frequency 50/60Hz
Power Factor -

Case Cover / Chassis Plastic
Dimensions (L x W x D) 148 x40 x 30 mm (5.82" x1.57" x1.18")
Unit Weight 0.34 kg (0.44 Ib)
Cooling System Convection
Input Cable uL UL 1015 18AWG (Line: Brown, Neutral: Blue)
Output Cable uL UL 1015 18AWG (Positive: Red, Negative: Black)
MTBF " 150,000 hrs
| enviONMENT |
Operating Temperature -30°Cto +70°C
Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 90% RH (Nen-Condensing)
Degree of Protection P67

fourPrur = | GPv-605 GPV-60-12 GPV-60-15 GPV-60-24 GPV-60-36
Nominal Output Current BA S5A 4A 2.5A 1.67A
Nominal Output Voltage 5V 12v 15V 24V 36V
OutEut Power A0W G60W 60W 60W 60.12W
Input Voltage Range 90-264Vac

Input Frequency 50/60Hz
Power Factor -

Case Cover / Chassis Plastic
Dimensions (L x W x D) 162 x 42 x 33 mm (6.37" x1.65" x1.29")
Unit Weight 0.39 kg (0.85 Ib)
Cooling System Convection
Input Cable uL UL 1015 18AWG (Line: Brown, Neutral: Blue)
Output Cable UL UL 1015 18AWG (Positive: Red, Negative: Black)
MTBF ! 150,000 hrs
 enveowwEnNr ..
Operating Temperature -30°Cto +70°C
Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 90% RH (Non-Condensing)
Degree of Protection P67
MNotes
'I] MTBF as per 32 (/P2 115Vae, OFF: 100%

2 All parameters are specified at 25°C ambient temperature unless othenwisa indicatad.
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GPV LED Driver

70-150W Qutput Power (International AC Voltage)

GPV

HIGHLIGHTS & FEATURES

* Constant Voltage

*  Universal AC input / Full range

*  Short circuit, Over current, Over voltage & Over temperature
protection

Cooling by free air convection

e 100% full load burn-in test
e |solation class Il
¢ (Class 2 power unit
¢ Fully encapsulated with IP67 level
GENERAL SPECIFICATIONS Az, @V W WW SELV (€

GPV-75-12 GPV-75-24

Nominal Output Current BA 3A
Nominal Output Voltage 12V 24V
Output Power T2W 72W
fweor |
Input Voltage Range 90-264Vac
Input Frequency 50/60Hz
Power Factor *
| mecag7car ... |
Case Cover / Chassis Plastic
Dimensions (L x W x D) 162 x 42 x 33 mm (6.37" x1.65" x1.29")
Unit Weight 0.38 kg (0.83 Ib)
Coaoling System Convection
Input Cable uL UL 1015 18AWG (Line: Brown, Neutral: Blue)
Output Cable uL UL 1015 18AWG (Positive: Red, Negative: Black)
MTBE " 150,000 hrs
| enviRONMENT |
Operating Temperature -30°Cto +70°C
Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 90% RH (Nen-Condensing)
Degree of Protection P67

foutPrur | GPV-10012 GPV-100-24 GPV-100-36 GPV-150-12 GPV-150-24
Nominal Output Current B8.3A 4.2A 2.BA T0A BA
Nominal Output Voltage 12v 24y 36Y 2v 24V
OutEut Power 99.6W 100.8W 100.8W 120W 144W
Input Voltage Range 90-264Vac 180-277Vac

Input Frequency 50/60Hz
Power Factor -

Case Cover / Chassis Plastic
Dimensions (L x W x D) 187 x 42 x 33 mm (7.36" x 1.65" x 1.29") 203 x 70 x 45 mm (7.99" x 2.75" x1.77")
Unit Weight 0.62 kg (1.361b) 1.15 kg (2.53 Ib)
Cooling System Convection
Input Cable uL UL 1015 18AWG (Line: Brown, Neutral: Blue)
Output Cable UL UL 1015 18AWG (Positive: Red, Negative: Black)
MTBF ! 150,000 hrs
 enveowmEnNr .
Operating Temperature -30°Cto +70°C
Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 90% RH (Non-Condensing)
Degree of Protection P67
MNotes
] MTBF as per Teleordia SR-332 (1/P: 115Vac, OF F: 100%

2 All parameters are specified at 25°C ambient temparature unlass otherwise indicatad.
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GPVP LED Driver

18-60W OQutput Power (International AC Voltage)

GPVP

HIGHLIGHTS & FEATURES

* Constant Voltage

*  Universal AC input / Full range

*  Built-in active PFC function

*  Short circuit, Over current, Over voltage & Over temperature
protection

Cooling by free air convection

*  100% full load burn-in test
* |solation class Il, double isolated cables
¢ Fully encapsulated with IP67 level
GENERAL SPECIFICATIONS A:=%, SELV (€
ourur  leewP2002 _GWP2024 |
Nominal Qutput Current 1.5A 0.75A
Neminal Output Voltage 12V 24V
OutEut Power 18W 18W
Input Voltage Range 90-264Vac
Input Frequency 50/60Hz
Power Factor 0.9
Case Cover / Chassis Plastic
Dimensions (L x W x D) 140x 32 x 25 mm (5.51" x 1.25" x 0.98")
Unit Weight 0.21 kg (0.46 Ik}
Cooling System Convection
Input Cable uL UL 1015 18AWG (Line: Brown, Neutral: Blue)
Output Cable uL UL 1015 18AWG (Positive: Red, Negative: Black)
MTBF " 150,000 hrs
Operating Temperature -20°Cto +70°C
Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 90% RH (Nen-Condensing)
Degree of Protection P67

m GPVP-35-12 GPVP-35-24 GPVP-60-12 GPVP-60-24
Nominal Output Current 3A 1.5A 5A 2.5A
Nominal Qutput Voltage 12v 24V 12v 24y
OEut Power 36W 36W E0W GOW
Input Voltage Range 90-264Vac
Input Frequency 50/60Hz
Power Factor 0.9
 wecta@9CAL |
Case Cover / Chassis Plastic
Dimensions (L x W x D) 149 %32 x 28 mm (5.86" x1.25" x 1.1") 162 x 42 x 33 mm (6.37" x1.65" x1.29")
Unit Weight 0.23 kg (0.5 Ib) 0.4 kg (0.88 Ib)
Cooling System Convection
Input Cable UL UL 1015 18AWG (Line: Brown, Neutral: Blue)
Output Cable UL UL 1015 18AWG (Positive: Red, Negative: Black)
MTBF " 150,000 hrs
I
Operating Temperature -30°Cto +70°C
Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 90% RH (Non-Condensing)
Degree of Protection P67
MNotes
'I] MTBF as per 32 (/P2 115Vae, OFF: 100%

2 All parameters are specified at 25°C ambient temperature unless othenwisa indicatad.
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GPC LED Driver

9-20W QOutput Power (International AC Voltage)

GPC

HIGHLIGHTS & FEATURES

*  Constant Current

*  Universal AC input / Full range
*  Short circuit protection
Cooling by free air convection

¢ 100% full load burn-in test
* |solation class Il
¢  UL1310 Class 2 power unit, pass LPS
¢ Fully encapsulated with IP67 level
GENERAL SPECIFICATIONS LPS (€
[ourur | GPco-350 GPC-9:700
Nominal Qutput Current 350mA 700mA
Neminal Output Voltage 3-24v 2-12v
OutEut Power 8.4W B.4W
Input Voltage Range 90-264Vac

Input Frequency 50/60Hz
Power Factor &

Case Cover / Chassis Plastic

Dimensions (L x W x D) 129.5x 25 x20 mm (5.09" x 0.98" x0.78")
Unit Weight 0.13 kg (0.28 Ib)
Cooling System Convection

Input Cable uL UL 1015 18AWG (Line: Brown, Neutral: Blue)

Output Cable uL UL 1015 18AWG (Positive: Red, Negative: Black)

MTBF " 150,000 hrs
Operating Temperature -30°Cto +70°C

Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 90% RH (Nen-Condensing)
Degree of Protection P67

jourPur ______|cec203s0 G200 |
Nominal Output Current 350mA 700mA
Nominal Qutput Voltage 9-48Y 3-28V
OiEutPower 16.8W 19.6W
Input Voltage Range 90-264Vac
Input Frequency 50/60Hz
Power Factor -
 weca@9CAL |
Case Cover / Chassis Plastic
Dimensions (L x W x D) 140x 32 x 25 mm (5.51" x 1.25" x 0.98")
Unit Weight 0.2 kg (0.44 1b)
Cooling System Convection
Input Cable UL UL 1015 18AWG (Line: Brown, Neutral: Blue)
Output Cable UL UL 1015 18AWG (Positive: Red, Negative: Black)
MTBF " 150,000 hrs
I
Operating Temperature -30°Cto +70°C
Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 90% RH (Non-Condensing)
Degree of Protection P67

MNotes
1] MTBF 2z per Telcondia SR-:
2 All pararnatars are spec

32(/P: 115Vae, O/ F: 100% load).
d at 25%C ambient temperature unlass otherwise indicatad.
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GPC LED Driver

35-60W Qutput Power (International AC Voltage)

GPC

HIGHLIGHTS & FEATURES

*  Constant Current

*  Universal AC input / Full range
*  Short circuit protection
Cooling by free air convection

¢ 100% full load burn-in test
* |solation class Il
¢  UL1310 Class 2 power unit, pass LPS
¢ Fully encapsulated with IP67 level
GENERAL SPECIFICATIONS LPS (€
[ouur | GPc3s3s0 GPC-35-700 GPC-35-1050 GPC-35-1400
Nominal Qutput Current 350mA 700mA 1050mA 1400mA
Neominal Output Voltage 30-80V 9-48Y 9-30V 9-24V
OutEutPower 28W 33.6W 31.5W 33.6W
Input Voltage Range 90-264Vac

Input Frequency 50/60Hz
Power Factor g

Case Cover / Chassis Plastic

Dimensions (L x W x D) 149 %32 x 28 mm (5.86" x1.25" x 1.1")
Unit Weight 0.25kg (0.55 Ib)
Cooling System Convection

Input Cable uL UL 1015 18AWG (Line: Brown, Neutral: Blue)

Output Cable uL UL 1015 18AWG (Positive: Red, Negative: Black)

MTBF " 150,000 hrs
Operating Temperature -30°Cto +70°C

Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 90% RH (Non-Condensing)
Degree of Protection P67

foutrur | GPc-60-1050 GPC-60-1400 GPC-60-1750
Nominal Output Current 1050mA 1400mA 1750mA
Nominal Qutput Voltage 12-60V 9-42V 9-36V
OiEut Power 63W 58.8W 63W
Input Voltage Range 90-264Vac
Input Frequency 50/60Hz
Power Factor -
| wecia@9CAL |
Case Cover / Chassis Plastic
Dimensions (L x W x D) 162 x 42 x 33 mm (6.37" x 1.65" x1.29")
Unit Weight 0.36 kg (0.79 Ib)
Cooling System Convection
Input Cable UL UL 1015 18AWG (Line: Brown, Neutral: Blue)
Output Cable UL UL 1015 18AWG (Positive: Red, Negative: Black)
MTBF " 150,000 hrs
I
Operating Temperature -30°Cto +70°C
Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 90% RH (Non-Condensing)
Degree of Protection P67

MNotes
1] MTBF 2z per Telcondia SR-:
2 All pararnatars are spec

32(/P: 115Vae, O/ F: 100% load).
d at 25%C ambient temperature unlass otherwise indicatad.
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GPCP LED Driver

20-35W Qutput Power (International AC Voltage)

GPCP

HIGHLIGHTS & FEATURES

*  Constant Current

*  Universal AC input / Full range
*  Built-in active PFC function

*  Short circuit protection
Cooling by free air convection

e  100% full load burn-in test
¢ |solation class ll, double isolated cables, pass LPS
¢ Fully encapsulated with IP67 level
GENERAL SPECIFICATIONS LPS (¢
ourrur  [GPcP2030  GPCP20700 |
Nominal Qutput Current 350mA 700mA
Neminal Output Voltage 12-48YV 9-30V
OutEut Power 16.8W 21W
Input Voltage Range 90-264Vac
Input Frequency 50/60Hz
Power Factor 0.85
| mechamg@CrL ...
Case Cover / Chassis Plastic
Dimensions (L x W x D) 140x 32 x 25 mm (5.51" x1.25" x 0.98")
Unit Weight 0.2 kg (0.44 1b)
Cooling System Convection
Input Cable uL UL 1015 18AWG (Line: Brown, Neutral: Blue)
Output Cable uL UL 1015 18AWG (Positive: Red, Negative: Black)
MTBF " 150,000 hrs
| enveONSMENT
Operating Temperature -30°Cto +70°C
Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 90% RH (Nen-Condensing)
Degree of Protection P67

GPCP-35-350 GPCP-35-1050 GPCP-35-1400
Nominal Output Current 350mA 700mA 1050mA 1400mA
Nominal Qutput Voltage 40-80V 24-48V 16-32V 12-24Y
Oﬁuti’muer 28W 33.6W 33.6W 33.6W
Input Voltage Range 90-264Vac
Input Frequency 50/60Hz
Power Factor 0.9
 weca@9CAL |
Case Cover / Chassis Plastic
Dimensions (L x W x D) 149 %32 x 28 mm (5.86" x1.25" x 1.1")
Unit Weight 0.25 kg (0.55 Ib)
Cooling System Convection
Input Cable UL UL 1015 18AWG (Line: Brown, Neutral: Blue)
Output Cable UL UL 1015 18AWG (Positive: Red, Negative: Black)
MTBF " 150,000 hrs
I
Operating Temperature -30°Cto +70°C
Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 90% RH (Non-Condensing)
Degree of Protection P67
MNotes
1) MTEF as per Teleordia SR-332 (1/P: 115Vae, O/ F: 100%

2 All parameters are specified at 25°C ambient temparature unlass otherwise indicatad.

PGLE | 4



GPCP LED Driver

60-100W Output Power (International AC Voltage)

GPCP

HIGHLIGHTS & FEATURES

*  Constant Current
l *  Universal AC input / Full range
*  Built-in active PFC function
*  Short circuit protection
Cooling by free air convection

e  100% full load burn-in test
¢ |solation class ll, double isolated cables, pass LPS
¢ Fully encapsulated with IP67 level
GENERAL SPECIFICATIONS & LPS (€
outrur | GPcp-60-700 GPCP-60-1050 GPCP-60-1250 GPCP-60-1400
Nominal Qutput Current 700mA 1050mA 1250mA 1400mA
Neminal Output Voltage 40-80V 30-60V 24-47V 20-42V
OutEut Power 56W 63W 58.8W 58.8W
Input Voltage Range 90-264Vac
Input Frequency 50/60Hz
Power Factor 0.9
Case Cover / Chassis Plastic
Dimensions (L x W x D) 162 x 42 x 33 mm (6.37" x1.65" x1.29")
Unit Weight 0.39 kg (0.85 Ib)
Cooling System Convection
Input Cable uL UL 1015 18AWG (Line: Brown, Neutral: Blue)
Output Cable uL UL 1015 18AWG (Positive: Red, Negative: Black)
MTBF " 150,000 hrs
Operating Temperature -30°Cto +70°C
Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 90% RH (Noen-Condensing)
Degree of Protection P67

loutrur | GPcP-601750 GPCP-60-2100 GPCP-100-1400
Nominal Output Current 1750mA 2100mA 1400mA
Nominal Qutput Voltage 18-36Y 16-30V 32-64V
OEut Power 63W 63W 89.6W
Input Voltage Range 90-264Vac
Input Frequency 50/60Hz
Power Factor 0.9
 wecta@9CAL |
Case Cover / Chassis Plastic
Dimensions (L x W x D) 162 x 42 x33mm (6.37" x1.65" x1.29") 172 %63 x 38 mm (6.77" x 2.48" x 1.49")
Unit Weight 0.39 kg (0.85Ib) 0.63 kg (1.38 Ib)
Cooling System Convection
Input Cable UL UL 1015 18AWG (Line: Brown, Neutral: Blue)
Output Cable UL UL 1015 18AWG (Positive: Red, Negative: Black)
MTBE " 150,000 hrs
I
Operating Temperature -30°Cto +70°C
Storage Temperature -40°C to +80°C
Operating Humidity 20 to 90% RH (Non-Condensing)
Degree of Protection P67
Motes
1] MTBF 2z per Teleordia SR-332 (1/P: 115Vac, OF F: 100% load).
2 All parameters are specified at 25°C ambient temparature unlass otherwise indicatad.
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GPF LED Driver

25-60W Qutput Power (International AC Voltage)

GPF

HIGHLIGHTS & FEATURES

* Constant Voltage + Constant Current

Built-in active PFC function

*  Universal AC input / Full range

*  Short circuit, Over voltage, Over current & Over temperature
protection

*  Built-in 3in 1 dimming function: 0-10V or PWM or resistance

*  Cooling by free air convection, 100% full load burn-in test
Isolation class I
Fully encapsulated with IP67 level

GENERAL SPECIFICATIONS g © SELV (€
[outrruT | GPF-25D-350 GPF-25D-700 GPF-25D-1050 GPF-40D-350 GPF-40D-700 GPF-40D-K : -
Nominal Qutput Current 350mA 700mA, 1050mA 350mA 700mA 1050mA 1400mA 1750mA
Nominal Output Violtage 4472V 22-36V 15-24V 72120V 36-60V 24-40V 18-30V 15-24V
OEEut Power 25.2W 25.2W 25.2W AW 42W 42W 42W 42W
Input Voltage Range 85-277Vac
Input Frequency 50/60Hz
Power Factor 0.95
[ MECHANCAL
Case Cover / Chassis Plastic
Dimensions (L x W x D) 138 x43 x34mm (5.43" x1.69" x1.33") 153 x43 x34mm (6.02" x 1.69" x1.33")
Unit Weight 0.3 kg (0.66 Ib) 0.4 kg (0.88 Ib)
Cooling System Convection
Input Cable UL SJTW AWG18 (Line: White, Meutral: Black)
Output Cable uL AWG18 (Positive: Red, Negative: Black), DIMMING - AWG18 (Positive: Blue, Negative: White)
MTBF " 150,000 hrs
| enveONMENT
Operating Temperature -30°Cto +70°C
Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 90% RH (Nen-Condensing)
Degree of Protection P67

loutPrur | GPF-60D-700 GPF-60D-1050 GPF-60D-1400 GPF-60D-1750 GPF-60D-2100 GPF-60D-2450
Nominal Output Current 700mA 1050mA 1400mA 1750mA 2100mA 2450mA
Nominal Output Veltage 40-80V 30-60V 22-42V 20-36V 14-28V 12-24V
OutEut Power 56W 63W 58.8W 63W 58.8W 58.8W
Input Voltage Range 85-277Vac
Input Frequency 50/60Hz
Power Factor 0.95
 vecaamgear ...
Case Cover / Chassis Plastic
Dimensions (L x W x D) 168 x 44 x 34 mm (6.61" x 1.73" x 1.33")
Unit Weight 0.44 kg (0.97 Ib)
Cooling System Convection
Input Cable uL SJTW AWGT8 (Line: White, Neutral: Black)
Output Cable UL AWG18 (Positive: Red, Negative: Black), DIMMING - AWG18 (Positive: Blue, Negative: White)
MTBF " 150,000 hrs
| ENvRONMENT |
Operating Temperature -30°Cto +70°C
Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 90% RH (Non-Condensing)
Degree of Protection P67
MNotes
] MTBF as per Teleordia SR-332 (1/P: 115Vac, OF F: 100%

2 All parameters are specified at 25°C ambient temparature unlass otherwise indicatad.

2GLE | s



GLG LED Driver

60-150W Output Power (International AC Voltage)

— - G LG

Lo "
L : HIGHLIGHTS & FEATURES
R Y = = v
s .'_-.:'_ D . C\;ﬁ +_CC mode power :_aupply
A Bia— e *  Built-in active PFC function
ol Bt T~ i .
o -t CE e *  Universal AC input / Full range
— = g *  Short circuit, Over current & Over voltage (Over temperature
— ' in GLG-100 & GLG-150) protection
: * 100% full load burn-in test
*  Built-in potentiometers to adjust output voltage and current
(GLG-100 & GLG-150)
* IP65/IP67 design
GENERAL SPECIFICATIONS & © SELV (€
outrrur | cle-6012 GLG-60-24 GLG-100-12A GLG-100-24A

Nominal Qutput Current 5A 2.5A B.5A 4.2A
Neominal Output Voltage 12V 24V 12V 24V
OutEu‘t Power 60w B6OW 102W 100.8W
Input Voltage Range 90-264Vac
Input Frequency 50/60Hz
Power Factor 0.9 (.95
Case Cover / Chassis Metal
Dimensions (L x W x D) 175x56 x 38 mm (6.89" x 2.2" x 1.49") 216 % 66 x 40 mm (8.5" x 2.6" x 1.57")
Unit Weight 0.7 kg (1.54 1b) 0.95kg (2.09 Ib)
Cooling System Convection
Input Cable uL HO5VV-F (Line: Brown, Neutral: Blue, PE: Green/Yellow)
Output Cable uL SVT 2/C AWG16 (Positive: Red, Negative: Black)
MTBF " > 500,000 hrs
Operating Temperature -30°Cto +70°C
Storage Temperature -40°C to +80°C
Operating Humidity 20 to 95% RH (Nen-Condensing)
Degree of Protection IPE7 PG5

fourur ___lGeis02A . Geso24A |
Nominal Output Current 12.5A 6.3A
Nominal Qutput Voltage 2v 24V
Outiut Power 150W 151.2W
Input Voltage Range 90-264Vac
Input Frequency 50/60Hz
Power Factor 0.95
| wecha@CAL____________________________________________________|
Case Cover / Chassis Metal
Dimensions (L x W x D) 221x 70x 45 mm (8.7"x2.75" x 1.77")
Unit Weight 1.15kg (2.53 Ib)
Cooling System Convection
Input Cable uL HO5VV-F (Line: Brown, Neutral: Blue, PE: Green,/Yellow)
Output Cable uL SVT 2/C AWGI6 (Positive: Red, Negative: Black)
MTBE " > 500,000 hrs
| exvieONMENT |
Operating Temperature -30°Cto +70°C
Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 95% RH (Nen-Condensing)
Degree of Protection P65

MNotes
1] MTEF as per
2 Al pararnate

ad)

s unless othenwise indicated.
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GLG LED Driver

200-300W Qutput Power (International AC Voltage)

GLG

HIGHLIGHTS & FEATURES

* (CV+ CCmode powersupply

*  Built-in active PFC function

*  Universal AC input / Full range

*  Short circuit, Over current & Over voltage (Over temperature
in GLG-200) protection

* 100% full load burn-in test

*  Built-in potentiometers to adjust output voltage and current

(GLG-200)
* IP65/IP67 design
GENERAL SPECIFICATIONS Az, § O W\ SELV (€
[ourer | Gic-20012 GLG-200-24A
Nominal Qutput Current 16A B.25A
Neminal Output Voltage 12V 24V
OutEut Power 192W 192W
Input Voltage Range 90-277Vac (127-390Vdc)
Input Frequency 50/60Hz
Power Factor 0.95
Case Cover / Chassis Metal
Dimensions (L x W x D) 241 %96 x 43.5mm (9.49" x 3.78" x 1.71")
Unit Weight 1.8 kg (3.97 Ib)
Cooling System Convection
Input Cable uL HO5VV-F (Line: Brown, Neutral: Blue, PE: Green/Yellow)
Output Cable UL SJT AWG12 (Positive: White, Negative: Black)
MTEE " > 500,000 hrs
Operating Temperature -30°Cto +50°C
Storage Temperature -40°C to +80°C
Operating Humidity 20 to 95% RH (Nen-Condensing)
Degree of Protection PGS

jouPur __________JeG002 GG |
Nominal Output Current 25A 12.5A
Nominal Output Voltage 12v 24V
OutEut Power 300W 300W
Input Voltage Range 90-264Vac
Input Frequency 50/60Hz
Power Factor 0.95
 veciamgear ...
Case Cover / Chassis Metal
Dimensions (L x W x D) 285 %96 x 50 mm (11.22" x 3.78" x 1.97")
Unit Weight 2.2kg(4.851b)
Cooling System Convection
Input Cable uL HO5VV-F (Line: Brown, Neutral: Blue, PE: Green/Yellow)
Output Cable UL SJT AWG12 (Positive: White, Negative: Black)
MTBF " > 500,000 hrs
| exvieONMENT |
Operating Temperature -30°Cto +70°C
Storage Temperature -40°Cto +80°C
Operating Humidity 20 to 95% RH (Nen-Condensing)
Degree of Protection IP67
MNotes
] MTBF as per Teleordia SR-332 (1/P: 115Vac, OF F: 100%

2 All parameters are specified at 25°C ambient temparature unlass otherwise indicatad.
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