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Apbout TTAF®




TTAF Elektronik Ltd was founded in Istanbul /Turkey in 2003, providing interconnect solutions for defense, aerospace,
automotive, industrial, telecom and led lighting applications including: Wiring harnesses, Cable Assemblies, Optical Fiber, Power
- RF. Molded, Electromechanical Assemblies, Lighting Systems and IP rated outdoor solutions.

;:fﬁﬁ;-i_:ﬁgf:flfﬂlfhg;ﬁ.[,fﬁ,Q'!'VEFSE customers worldwide from our state of the art manufacturing facilities in Istanbul{(6000sgm closed area)
and Ankara(4000sgm closed area), TTAF is now a global interconnect solutions and cable assembly leader always valuing

Afféfrn‘rﬂ'rﬂn 30 years in the connector marketplace, TTAF capitalized to create own wire harness and cable assembly
business offering wiring harness assemblies using optimum grade wire and other material with the help of cutting-edge machines
inadherence to set electronic industry normes.

\ TT AF s 1'5 DQE 0?2 008, AS9100C, IPC/WHMA-A-620B, UL, CE, ATEX, ETL & 3P certified to meet even the most demanding quality
" stondards.|




yof Electrical Splitter Series

d ¢ 4 ¢
d 4 4
d 4

IP68
(Tm/30min.)

Product Code
WPI-0302M15

Providing quick and practical field assembly, manufactured from impact resistant and
UV resistant materials ideal for harsh outdoor conditions, compliant to IP68 4
standards and supporting easy distribution of energy.

CHNICAL SPECIFICATIONS
ber of Poles 3
oltage Rating . 250VAC

rent Rating - 16A Max.
bility Voltage - 1500VAC@60s.
ation Structure - 500 MQ) at 5O0OVDC
ict Resistance - 10 m() max.
Wire Size OD :B,Bmm
Wire Size OD - 8,5mm
emperature Rating -40°C 7 +105°C
- IP68 (1m/30min.)
\Matorial - PAG
ial : Nickel-Plateg
- Silicon

-

e information; you can scan barcode square

ttaf.com.tr | info@ttafcom.tr @)@ ttafelectronic



Waterproof Electrical Splitter Series
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Product Code
WPT-0303M15

-

Providing quick and practical field assembly, manufactured from impact resistant and
UV resistant materials ideal for harsh outdoor conditions, compliant to IP68
standards and supporting easy distribution of energy.

i
- 250VAC
nt Rating 16 A Max.
Voltage - 1500VAC@60s.
jon Structure - 500 MQ) at 500VDC
t Resistance - 10 mQ) max.
re Size OL : 5.5mm
'e Size UL ". BEI’T‘IIT]
| tating :-40°C ~ +105°C
- IP68 (1m/30min.)
- PAG
L Material : Nickel-Plated Brass
- Silicon

Fl]l
1

FQ

ormation; you can scan barcode square

ttaf.com.tr | info@ttaf.com.tr P ttafelectronic
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Waterproof Electrical Splitter Series

Product Code
WPH-0304M15

-

Providing quick and practical field assembly, manufactured from impact resistant and
UV resistant materials ideal for harsh outdoor conditions, compliant to IP68
standards and supporting easy distribution of energy.

4

- 250VAC

- 16A Max.

- 1500VAC@60s.

500 MQ at 500VDC

- 10 m{) max.

' 5,bmm

- 8,5mm

-40°C ~ +105°C

- |P55

PAG

terial : Nickel-Plated Brazie
- Silicon 9

For more informati@ barcode square

ttaf.com.tr | info@ttafcom.tr @)@ teafelectronic
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Waterproof Etectrlcal. Epiitter SEI‘IES

Product Code
\WPY-0303M15

Providing quick and practical field assembly, manufactured from impact resistant and
UV resistant materials ideal for harsh outdoor conditions, compliant to IP6 8
standards and supporting easy distribution of energy.

- 260VAC
- 16A Max.
- 1500VAC@60s.
ation Structurs - 500 MQ at 500VDC
Ct Resistance 10 mQ max.
- 8,5mm
- -40°C ~ +105°C
- |Phh
- PAG
\aterial : Nickel-Plated Brass &
- Silicon /4

/

For mié : you can scan barcode square

ttaf.com.tr | info@ttaf.com.tr )@ ttafelectronic
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iplitter Series
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Waterproof &

d 4 4 ¢
d 4 ¢

id 4
IP68

(10m/60min.)
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Product Code
WPI-3602M25-NN/00

-

Providing quick and practical field assembly, manufactured from impact resistant
and UV resistant materials ideal for harsh outdoor conditions, compliant to
IP68 standards and supporting easy distribution of energy & data.

N 2r ﬂ .;:'."'"'f : 3 PDWETF / 6 DEI’EE]

Vol  Power: 250VAC | Data: 50 VDC/VAC
Current Rating - Power: 25A Max. | Data: 6x1 Amper
Durability Voltage - 1500VAC@60s.

nsulation Structur - 1000 MQ) at 1000VDC

Contact Resistance -1 mCQ) max.
- 10mm 3 powe r
ViaX .*., F* ».r : '. 4mm

1 - vdis unnan [)omdlon o m4D°C +‘|DE°C

-IP68 (10m/60min.)
Mold Material - PAG

“c_"‘ ’_’ Zv:f:i. alel ia '. \JIEkE[-PLatEd BFHSS
Seal Material - Silicon

For more information; you can scan barcode square

ttaf.com.tr | info@ttaf.com.tr O O ttafelectronic
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Waterg Electrical Spiltter SEHES

erproof

d ¢4 4 ¢
d ¢4 4
d 4

IP68
(10m/60min.)

4\N|4OUT

Product Code
WPC-0402M16

Providing quick and practical field assembly, manufactured from impact resistant and
UV resistant materials ideal for harsh outdoor conditions, compliant to IP68

standards and supporting easy distribution of energy.

B [ o

Number of Poles 4
Voltage Rating - 300VAC

Current Rating - 16A Max.

Jurability Voltage - 3000VAC@60Us.
Insulation Structur - 500 MQ) at 500VDC
Contact Resistance 10 m() max.

Viin Wire Size H,bmm

Max Wire Size OD - 8,5bmm

-40°C ~ +105°C

P Rating - IP68 (10m/60min.)
- PAG
Contact/Terminal Material : Nickel-Plated Brass
‘oal Material . SEUCOH

For more information; you can scan barcode square

ttaf.com.tr | info@ttaf.com.tr O O ttatelectronic
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Waterproof Electrical Splitter Series

.. Waierproof

1x3

Electrical Splitter

Product Code
WPA-0304N20

-

1In 3 Out Waterproof Electrical Splitter, providing quick and
practical field assembly, manufactured from impact and

UV resistant materials ideal for outdoor and indoor

IP68 applications.
TECHNICAL SPECIFICATION
Number of Poles ' 3
Voltage Rating : 250VAC
Current Rating : 17A Max.
Durability Voltage : T000VAC @60s.
Min Wire Size OD : 5,5mm
Max Wire Size OD : 8,5mm
Temperature Rating -40°C+105°C
IP Rating . IP68 (Tm/30min.)
Mold Material : PAG
Contact/Terminal Material : Nickel-Plated Brass
Seal Material : Silicon

For more information; you can scan barcode square

ttaf.com.tr | info@ttafcom.tr €Y@ ttafelectronic
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Waterproof Electrical Splitter Series

&P

d 4 4 @
d ¢ ¢
d 4

IP68
(Im/30min.)

1x5

Electrical Splitter

Product Code
WPA-0306N17

wajerproof

-

1In 5 Out Waterproof Electrical Splitter, providing quick and

practical field assembly, manufactured from impact and
UV resistant materials ideal for outdoor and indoor

IP68 applications.
TECHNICAL SPECIFICATIONS
Number of Poles =
Voltage Rating : 250VAC
Current Rating : T7A Max.
Durability Voltage : 1000VAC @60s.
Min Wire Size OD :B.bmm
Max Wire Size OD : 8,bmm
Temperature Rating -40°C +105°C
IP Rating - IP68 (1m/30min.)
Mold Material : PAG
Contact/Terminal Material : Nickel-Plated Brass
Seal Material : Silicon

For more information; you can scan barcode square

ttaf.com.tr | info@ttaf.com.tr O O tarelectronic
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Waterproof Electrical Splitter Series

1x9

Electrical Splitter

d 9 4 ¢
d 4 4
d 4

iP68
(Im/30min.)

Product Code
WPA-0310M10 TECHNICAL SPECIFICATIONS

Number of Poles i
- Voltage Rating : 250VAC
Current Rating : 17A Max.
Durability Voltage : T000VAC @60s.
Min Wire Size OD of s W
11n 9 Out Waterproof Electrical Splitter, M?x “I,'i_ree E':.L,EE oD o Smrrw;
providing quick and practical field assembly, Temperature Rating :-40°C+105°C
- - IP Rating : IP68 (Tm/30min.)
manuf.acttfred from impact and .UV resistant sl Kt AR
materials ideal for outdoor and indoor IP68 Contact/Terminal Material : Nickel-Plated Brass

applications. Seal Material : Silicon
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5 PCS 7WATT Attachable Up To 8 Kits -

Festoon Lighting Systems

Product Code
EWL-01509A

A

It provides easy and fast installation with robust and practical structure .
Resistant to harsh environment conditions.

Unique design, attachable and extendable LED lighting kit.
The ideal solution for all kinds indoor and outdoor lighting applications!

14



el T =TT

!-? ‘ Using interconnect cables join T connectors to each other using gates via inputs A-B.
&

Join LED lamps to
the splitters via

input C.

Close unused input
with termination cap.

Connect the remaining
input with power cable.

ttaf.com.tr | info@ttaf.com.tr @)@ ttafelectronic
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YLL Series
Decorative Lighting




BLUE PURPLE AMBER

R T 5
- ')
ek

-'|'

INDOOR & OUTDOOR

REPLACEABLE COVER

SILICON SEAL

7W LED LAMP

E27 LAMP HOLDER

For more information; you can scan barcode square

ttaf.com.tr | info@ttaf.com.tr €PE ttafelectronic
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ECL Seties

decorative Lighting

MR

=

It provides easy and fast installation with robust and practical structure .
Unique design, attachable and extendable LED lighting kit.
Decorative LED Lamp Festoon
The ideal solution for all kinds of indoor and outdoor lighting applications!




3 Different Styles

NAVY BLUE WHITE YELLOW GREEN
RED | COPPERCOLOR |  BLACK
4 f\

Cable Kit and Lamp Holder with 8 Different
Color Options !
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Providing safety by low operating voltage

Very economic solution thanks to low energy consumption

Easy and fast assembly by means of practical modular structure
Compliant to IP67 standardes.

Red, Blue, Green, Yellow, Amber, Turquoise, Violet, Orange, Purple

Light colours are available

Garden Lighting Kit
_—




TWatt
CREE&

Rotatable
Lamp
Cover

50° Horizantal
35° Vertical
Beam

Cable
Fixture
Clipse

Waterproof
Connector

Aluminum
Stick
L: 50cm

Removable
Fixing Picket
L:20cm

For more information; you can scan barcode square

ttaf.com.tr | info@ttaf.com.tr O O ttateiectronic




&TTHF

ESL-01 Series

Projector

Product Code
ESL-01080U

-

CITIZEN CITILED. INVENTRONICS

» Human The Light Engine

T tecmcaLsreamcanons
C weaw s
Color Temperature

For more information; you can scan barcode square

o ttafelectronic




ESL-01 Series

Projector |

Product Code
ESL-01125U

-

CITIZEN CITILED. INVENTRONICS

o Human The Light Engine

T | teomcaseancmons
O weew s

For more information; you can scan barcode square

ttaf.com.tr | info@ttaf.com.tr O O ttafelectronic
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ESL-02 Series T

Projector

Product Code
ESL-02175U

-

CITIZEN CITILED. INVENTRONICS

e SLQ HUIMAT The '-I'Qh‘ll EHQIHE

T ecmcasreanomons
 weaw e

Luminaire Dimensions 520mm*290mm*87mm

For more information; you can scan barcode square

ttaf.com.tr | info@ttaf.com.tr O O ttafelectronic




ESL-03 Series

Street Lighting

Product Code
ESL-03120U

-

CI;I‘IZEN ClITILED. INVENTRONICS

o HumanTeck The Light Engine

e —NENIET

-'.".'.'.-.n

| TECHNICAL SPECIFICATIONS 9085908800,
Power Consumption 120W Pf:0,96 E':‘:’!‘:‘:‘:!
el “~Og8¢

| Weight 55Kg 538 (@) feet

Lens Material High Borosilicate Glass (’
Color Temperature 2200 to 6500K 1
IP Rate IP 65
Operating Voltage 100V ~ 240V

Mounting Bracket
Diameter

Luminaire Dimensions 570mm*280mm*77mm

48 ~ 65mm

For more information; you can scan barcode square

ttaf.com.tr | info@ttaf.com.tr €Y@ ttafelectronic
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ESL-03 Series

Street Lighting

Product Code
ESL-03150U

-

CITIZEN CITILED. INVENTRONICS

5 HumanTech The Light Engine

T veomcusononons
W | s
GaloTampatatie

Mnun'flng Bracket 48 ~ 65mm
Diameter

For more information; you can scan barcode square

ttaf.com.tr | info@ttaf.com.tr €Y@ ttafelectronic




ESL-04 Series

Street Lighting

Product Code
ESL-04180U

]

The Light Engine

CITIZEN CITILED. INVENTRONICS

T veomcusanomon
C wew | ome
 wem

Luminous Flux 21400 Im

Mounting Bracket

. 48 ~ 65mm
Diameter

For more information; you can scan barcode square

ttaf.com.tr | info@ttaf.com.tr O O tearelectronic
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ESL-04 Series

Street Lighting
e
Frog

Product Code
ESL-04250U

|

3 HumanTech The Light Engine

T teomcausreomcmons
T R
Color Temperature

Operating Voltage
Luminous Flux

Mounting Bracket
Diameter

Luminaire Dimensions

For more information; you can scan barcode square

ttaf.com.tr | info@ttaf.com.tr O O ttafelectionic




ESL-05 Series

Street Lighting
| l -

Product Code
ESL-05050U

-

CITIZEN CITILED. INVENTRONICS

The Light Engine

| TECHNICAL SPECIFICATIONS
SOW PFOS

- Weight
High Borosilicate Glass
2200 to 6500K

Die Casting Aluminium

Operating Voltage 100V ~ 240V

Luminous Flux 5400 Im

Luminaire Dimensions 300mm*300mm*95mm

For more information; you can scan barcode square

ttaf.com.tr | info@ttaf.com.tr O O ttafelectronic
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ESL-06 Series

Street Lighting
q_,uﬁmﬂ..-h

Product Code
ESL-06080U

-~

CITIZEN CITILED. INVENTRONICS

» HumanTech The Light Engine

————

T | tecmwcaseeancamons |
T weaw s

For more information; you can scan barcode square

ttaf.com.tr | infoettaf.com.tr Y@ ttafelectronic




ESL-07 Series

Street Lighting

o m
l_"!._ =

)

»

Product Code
ESL-07120U

|

CITIZEN CITILED. INVENTRONICS

0 HumanTech The Light Engine

TECHNICAL SPECIFICATIONS
Power Consumption 120W Pf:0,96
Weight 8 Kg

High Borosilicate Glass
2200 to 6500K
Housing material ‘ Die Casting Aluminium
| lminowRw | ueom

Mounting Bracket

. 48 ~65mm
Diameter

Luminaire Dimensions ‘ 792mm*280mm*93mm

For more information; you can scan barcode square

ttaf.com.tr | info@ttaf.com.tr Ottafeiectmnic




ESL-07 Series

Street Lighting

Product Code
ESL-07150U

-

CITIZEN CITILED.

o HumanTech The Light Engine

T vecwcasanomons
T T R
T S T

Mnun:cmg Bracket 48~ 65mm
Diameter

INVENTRONICS

For more information; you can scan barcode square

ttaf.com.tr | info@ttafcom.tr €Y@ ttafelectronic




ESL-08 Series

Street Lighting

-
_—

Product Code
ESL-08180U

]

CITIZEN CITILED. INVENTRONICS

O Humanliech ThE‘ ngh? EI"IQEI'IE

TECHNICAL SPECIFICATIONS

Power Consumption 180W Pf:0,96

Lens Material High Borosilicate Glass

Color Temperature 2200 to 6500K

IP Rate

Housing material Die Casting Aluminium

Operating Voltage 100V ~ 240V

Luminous Flux 21400 Im

Mounting Bracket

; 48 ~ 65mm
Diameter

Luminaire Dimensions 945mm*330mm*95mm

—

For more information; you can scan barcode square

ttaf.com.tr | info@ttaf.com.tr O O ttafelectronic




& T THF

ESL-08 Series

Street Lighting

Product Code
ESL-08250U

-

CITIZEN CITILED. INVENTRONICS

o HumanTech The Light Engine

T | tecmcuseeancmons

o'
‘
lmnowFec | moom

Mnun’flng Bracket 48 ~ 65mm
Diameter

Luminaire Dimensions 945mm*330mm*93mm

... nd-‘.'i . :: :
Color Temperature 2200 to 6500K CH IR
- egee

For more information; you can scan barcode square

ttaf.com.tr | info@ttaf.com.tr @@ ttafelectronic
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ESL-08 Series

Street Lighting

-

Product Code
ESL-08280U

-

CITIZEN CITILED.

The Light Engine

INVENTRONICS

_ TECHNICAL SPECIFICATIONS
o Weight | oskg

High Borosilicate Glass

2200 to 6500K

Lens Material

Color Temperature

Housing material Die Casting Aluminium

Operating Voltage 100V ~ 240V
Luminous Flux 30800 Im
Mounting Bracket
Diameter

Luminaire Dimensions

48 ~ 65mm

945mm*330mm*93mm

For more information; you can scan barcode square

ttafcom.tr | info@ttaf.com.tr @)@ ttafelectronic
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Product Code
ESL-06080U

~

CITIZEN ITILED. INVENTRONICS

3 HumanTech The Light Engine

TECHNICAL SPECIFICATIONS

Power Consumption 80W Pf:0,95

Weight 53 Kg

Lens Material High Borosilicate Glass

Color Temperature 2200 to 6500K
IP Rate IP 65

Housing material Die Casting Aluminium

Operating Voltage 100V ~ 240V

Luminous Flux 9000 Im

Luminaire Dimensions 530mm*300mm

For more information; you can scan barcode square

ttaf.com.tr | infoettaf.com.tr @@ teafelectronic



Product Code
EML-200U

GENUINE

NICHI A

LED

® *
MAKINIS DUIY
FILM = PRODUCTION

LIGHT ENGINE

TECHNICAL SPECIFICATIONS
Power Consumption | 200W Pf:0,95
Weight 8 Kg
Lens Material PC
Color Temperature 4000K - 5000K
IP Rate IP 65

Housing material | Die Casting Aluminium

Calisma Sicakhgi -40° ~ +60°

Operating Voltage | 100V ~ 240V

Luminous Flux 25800 Im

Luminaire Dimensions | 383mm*257mm

Certification Number

E484783
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' Lumen Output
Nominal Power Rating
. Efficiency

Beam Angle (W/H)

Colour Temperature

Colour Rendering Index (CRI)

Lumen Maintenance
' Input Voltage

, Power Factor

1 Input Frequency
Anti Corrosion Grade
Insulation Grade
Cable Diameter
Screw Thread
ENVIRONMENTAL

IP Rating

Operational Temperature

Operational Humidity

PHYSICAL
Dimensions (¢ x H)
Weight
WARRANTY

Details

EXIlI 2 GD*

Zone 1

Gas class: lIC
Temperature Class: T6

EXL-01050U
Cree

4,925 Im (+/-5%)
50 Watts
98,5Im/W

90°(Standard), 60°, 120/140°

5,000° Kelvin
>80Ra

L70> 50,000 Hours
90-305 Volts AC

> 0.95

50/60 Hz

WE2

I

8-14 mm

G3/4"

IP66
-40°t050°C

0% to 90% RH

300x332x202 mm
6.3 kg

5Years comprehensive

//
Ex 7 |EE
IP6&6

For more information; you can scan barcode square

EXL-01075U
Cree

6,015 Im (+/-5%)
75 Watts
80,2Im/W

90°(Standard), 60°, 120/140°

5,000° Kelvin
>80Ra

L70 > 50,000 Hours
90-305 Volts AC
>0.95

50/60 Hz

WF2

I

8-14mm

G3/4"

IP66
-40"t0 50°C

0% to 90% RH

300x332x 202 mm
6.3 kg

5 Years comprehensive

ATEX CERTIFICATE NUMBER
IEP 16 ATEX 0437

EXL-01100U
Cree

9,195 Im (+/-5%)
96,5 Watts
953Im/W
90°(Standard), 60°,120/140°
5,000° Kelvin
>80Ra

L70> 50,000 Hours
90-305 Volts AC
> 0.95

50/60 Hz

WE2

|

8-14mm

G3/4"

IP66
-40"t0 50°C

0% to 90% RH

300x332x202 mm
6.3 kg

5 Years comprehensive

» "

EXL-01120U
Cree

11,440 Im (+/-5%)
120 Watts
953Im/W
90°(Standard), 60°, 120/140°
5,000° Kelvin
>80Ra

L70> 50,000 Hours
90-305 Volts AC

> 0.95

50/60 Hz

WE2

I

8-14 mm

G3/4"

IP66
-40°t0 50°C

0% to 90% RH

300x332x 202 mm
6.3 kg

5Years comprehensive

ttaf.com.tr | info@ttafcom.tr @@ ttafelectronic




Discover
the potential

I

www.ttaf.com.tr| export@ttatcomtr info@ttaf.com.tr

Kavakli Mahallesi, Istanbul Caddesi, No:21 Beylikduzu - Istanbul / TURKEY
Tel ;4902128558220
Fax ;4902128558221
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